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Fluorescent
Luminaires
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Series 15Edge

Series 12-ID Series 16

Series 18

Check out our complete line of products in the following pages...

High Performance Recessed
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The Finelite High Performance Recessed (HPR) luminaire creates an ideal

balance of energy efficiency, high visual comfort, and affordability.

Ranging in size from 1x1 to 2x4, our recessed luminaires accommodate

T8, T5, T5HO, high lumen twin and triple tube compact fluorescent lamps. 

Our High Performance Recessed (HPR) collection offers sizes and

configurations to meet all of your lighting needs.

High
Performance
Recessed Collection
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Project: UCSD Sustainable Resources Center

Location: La Jolla, CA 

Architect: Jimmy Sullivan of Citizen Design

Product: High Performance Recessed (HPR) 2x2)

Representative: OSC Lighting and Control, Inc.
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HPR 2x2
HPR 2x4

CONSTRUCTION: Fixture assembly constructed using die-formed 20-gauge
cold-rolled steel housing and ends. All components are hard-tooled to
tolerances of 0.010". Ballast compartment is accessed from below. Optical
system retained using hinged door frame assembly to provide easy access
to ballast compartment and for re-lamping from below without the need of
tools. Seismic brackets are integrated into the fixture assembly. Additional
wire entrances are positioned on the ends of the housing to allow easy wiring
access for the installer.

FINISHES: Housing and door assembly painted with 96 LG high reflectance
matte white powder coat paint. Available in matte white only.

REFLECTORS: Die-formed 20-gauge cold-rolled steel reflectors are finished
in 96 LG high reflectance matte white powder coat paint.

OPTICAL SYSTEM: Optical system components include side lens panels and
a center optic element held in place with a frame constructed from die-formed
cold-rolled steel. The side lenses are UV-stabilized and impact-resistant frosted
virgin acrylic, 0.080” thick. Available parallel to the ceiling plane. Available
options for the center optic elements: Diffuse Center Optic, Slotted Center Optic,
and Round Center Optic.

ELECTRICAL: Fixtures and electrical components are ETL listed conforming
to UL1598 in the USA, and Canada and ETL listed certified to CAN/CSA
C22.2 No. 250.0. In accordance with NEC code 410.73 (G) this luminaire
contains an internal ballast disconnect. IC-Rated for all lamping except 3
T5HO. Optional Chicago Plenum available. vContact factory.

LIGHT ENGINE: Available in 1, 2, or 3 T8, T5, or T5HO lamp cross
sections.

MOUNTING: Standard flange design works with most lay-in ceiling types.
Integral pryout tabs secure luminaire to ceiling grid from above. Fixture offers tie-
in locations for tie-wire on all corners. Consult local code for appropriate tie-wire
recommendations. Drywall Kit available. Surface mount version available; refer
to separate tech sheet.

Light Engine

Feature Spotlight
Door Designs

HPR-A (Angled)

Specifications

275

825

550

HPR-F (Flat)

Shielding Options

Diffuse Center Optic Slotted Center Optic Round Center Optic

HPR-A: 1 T8-DCO (2x4)
Efficiency: 87.6%
Peak Candela Value: 990@ 0°
LSI Report: 25411 900

1350

450

HPR-A: 2 T5-DCO (2x4)
Efficiency: 86.9%
Peak Candela Value: 1548@ 0°
LSI Report: 25441

100% Serviceable
from Below

FT40/50/55W
2x2 only

T8/T5/T5HO

950

475

1425

HPR-A: 2 T8-DCO (2x4)
Efficiency: 84.8%
Peak Candela Value: 1733@ 20°
LSI Report: 25417

CANDLEPOWER SUMMARY
0.0 22.5 45 67.5 90 Flux

0 990 990 990 990 990
5 988 988 987 985 979 95

10 975 976 974 971 966
15 953 953 951 948 943 267
20 922 922 917 913 908
25 880 880 874 869 864 401
30 828 827 821 816 812
35 765 764 758 756 754 474
40 695 693 687 692 693
45 617 615 614 623 627 476
50 535 533 535 548 554
55 451 449 453 467 473 408
60 367 365 370 380 386
65 287 284 288 293 298 286
70 210 208 207 210 213
75 139 137 134 135 135 145
80 77 75 71 70 69
85 29 26 23 20 20 31
90 0 0 0 0 0

CANDLEPOWER SUMMARY
0.0 22.5 45 67.5 90 Flux

0 1548 1548 1548 1548 1548
5 1545 1544 1545 1546 1537 149

10 1522 1525 1531 1536 1531
15 1485 1492 1505 1517 1515 424
20 1434 1446 1468 1488 1492
25 1367 1387 1420 1454 1462 653
30 1288 1314 1362 1410 1424
35 1195 1227 1292 1352 1372 805
40 1093 1130 1208 1276 1300
45 983 1022 1107 1177 1201 845
50 864 904 987 1053 1074
55 740 778 852 907 923 750
60 615 646 708 746 757
65 491 513 558 581 589 542
70 369 383 409 422 426
75 254 262 272 276 276 286
80 150 150 152 148 145
85 61 58 52 44 43 65
90 0 0 0 0 0

CANDLEPOWER SUMMARY
0.0 22.5 45 67.5 90 Flux

0 1687 1687 1687 1687 1687
5 1689 1693 1697 1699 1688 164

10 1672 1682 1700 1713 1710
15 1640 1659 1694 1725 1729 477
20 1595 1623 1677 1723 1733
25 1533 1570 1644 1702 1715 752
30 1454 1499 1586 1650 1666
35 1357 1408 1502 1566 1581 927
40 1244 1297 1392 1451 1465
45 1117 1167 1256 1306 1318 950
50 979 1023 1099 1140 1148
55 832 868 930 960 963 815
60 683 710 757 773 773
65 538 555 586 592 591 569
70 398 408 422 421 419
75 267 271 274 268 266 288
80 151 150 148 140 138
85 58 56 51 44 43 64
90 0 0 0 0 0

Refer to the Finelite website for additional photometry and product information.

24”

4”
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HPR 1x2
HPR 1x4

CONSTRUCTION: Fixture assembly constructed using die-formed 20-gauge
cold-rolled steel housing and ends. All components are hard-tooled to
tolerances of 0.010". Ballast compartment is accessed from below. Optical
system retained using hinged door frame assembly to provide easy access
to ballast compartment and for re-lamping from below without the need of
tools. Seismic brackets are integrated into the fixture assembly. Additional
wire entrances are positioned on the ends of the housing to allow easy wiring
access for the installer.

FINISHES: Housing and door assembly painted with 96 LG high reflectance
matte white powder coat paint. Available in matte white only.

REFLECTORS: Die-formed 20-gauge cold-rolled steel reflectors are finished
in 96 LG high reflectance matte white powder coat paint.

OPTICAL SYSTEM: Optical system components include side lens panels and
a center optic element held in place with a frame constructed from die-formed
cold-rolled steel. The side lenses are UV-stabilized and impact-resistant frosted
virgin acrylic, 0.080” thick. Available parallel to the ceiling plane. Available
options for the center optic elements: Diffuse Center Optic, Slotted Center Optic,
and Round Center Optic.

ELECTRICAL: Fixtures and electrical components are ETL listed conforming
to UL1598 in the USA, and Canada and ETL listed certified to CAN/CSA
C22.2 No. 250.0. In accordance with NEC code 410.73 (G) this luminaire
contains an internal ballast disconnect. IC-Rated for all lamping except 3
T5HO. Optional Chicago Plenum available. vContact factory.

LIGHT ENGINE: Available in 1, 2, or 3 T8, T5, or T5HO lamp cross
sections.

MOUNTING: Standard flange design works with most lay-in ceiling types.
Integral pryout tabs secure luminaire to ceiling grid from above. Fixture offers tie-
in locations for tie-wire on all corners. Consult local code for appropriate tie-wire
recommendations. Drywall Kit available. Surface mount version available; refer
to separate tech sheet.

Light Engine

Feature Spotlight
Door Designs

HPR-A (Angled)

Specifications

HPR-F (Flat)

Shielding Options

Diffuse Center Optic Slotted Center Optic Round Center Optic

FT40/50/55W
1x2 only

T8/T5/T5HO

500

250

750

HPR-F: 1 T8-DCO (1x4)
Efficiency: 78.0%
LSI Report: 25829

4”

12”

250

125

375

HPR-F: 1 T8-DCO (1x2)
Efficiency: 77.2%
LSI Report: 25834v

100% Serviceable
from Below

CANDLEPOWER SUMMARY
0.0 22.5 45 67.5 90 Flux

0 882 882 882 882 882
5 883 879 878 876 872 84

10 871 866 861 855 850
15 852 844 833 825 819 235
20 825 814 798 790 786
25 788 775 761 760 761 353
30 744 729 719 732 738
35 690 675 676 699 708 429
40 628 616 628 655 662
45 559 551 570 591 593 439
50 484 479 498 509 506
55 406 404 417 417 410 367
60 328 328 334 325 316
65 253 253 235 240 231 245
70 184 184 179 166 159
75 122 122 116 105 99 121
80 69 69 62 54 50
85 26 25 18 16 16 26
90 0 0 0 0 0

CANDLEPOWER SUMMARY
0.0 22.5 45 67.5 90 Flux

0 417 417 417 417 417
5 418 417 413 410 410 40

10 412 409 404 400 398
15 402 398 389 384 383 110
20 388 381 371 366 365
25 370 361 351 350 352 164
30 347 337 330 335 340
35 320 310 308 319 326 197
40 289 280 285 298 304
45 255 248 256 268 272 199
50 219 214 223 230 232
55 181 179 186 188 187 164
60 145 144 148 145 143
65 111 110 111 106 104 108
70 80 79 78 73 71
75 52 52 49 45 43 52
80 28 28 25 21 20
85 10 9 6 6 6 10
90 0 0 0 0 0

Refer to the Finelite website for additional photometry and product information.
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Project: Ariba

Location: Sunnyvale, CA

Architect: Whitney Polcyn Architects

Product: High Performance Recessed (HPR) 2x4

Representative: Associated Lighting Representatives



Project: Ariba

Location: Sunnyvale, CA

Architect: Whitney Polcyn Architects

Product: High Performance Recessed (HPR) 2x4

Representative: Associated Lighting Representatives
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Finelite Series HPR
Luminaire Styles (A - Angled, F - Flat)
Size (2x4, 2x2, 1x4, 1x2, 1x1)
Center Optic (DCO-Diffuse, SCO-Slotted, RCO-Round)
Light Engine (1, 2 or 3 T8, T5 or T5HO)
Voltage (120, 277, 347V)
Circuiting (SC-Single Circuit, DC-Dual Circuit, SD-Step Dimming)
Mounting (C1-1" T-Bar, C2-9/16" T-Bar, C3-Screw Slot, DW-Drywall Kit, SM-Surface Mount)
Ballast (IS-Instant Start, PS-Program Start, BL-Bi-level, DI-Dimming, and specify BF*)
Integrated Sensors (OBD-Daylight, OBO-Occupancy, OBB-Both)
* Standard 0.88 for T8 lamps, 1.0 for T5 or T5HO. Contact factory for available BF’s
Contact factory for Master/Satellite and factory-supplied whip options.

Ordering Guide

HPR - F - 2x4 - DCO - 1T8 - 277 - SC - C1 - IS.88 - OBO

High Performance Recessed (HPR)
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HPW

vCONSTRUCTION: Fixture assembly constructed using die-formed, 20-gauge,
cold-rolled steel housing and ends. Lens and lamps are easily removable from
below ceiling without the need for tools. The ballast compartment is also
accessible from below ceiling by removing the reflector cover. Seismic brackets
are integrated into the fixture assembly.

FINISHES: Housing assembly painted with Signal White powder coat finish.

REFLECTORS: Reflector is die-formed 25-gauge Alanod 8516GP semi-specular
aluminum with 94% high reflectance finish.

SHIELDING OPTIONS: T8 luminaires are available with an optional clear or
frosted lens. T5 and T5HO luminaires are standard with frosted lenses. All lenses
are UV-stabilized and impact resistant virgin acrylic. Frosted lenses are 0.080”
thick and clear lenses are 0.0625” thick.

ELECTRICAL: Luminaires and electrical components are ETL certified to UL and
C-UL standards. In accordance with NEC code 410.73 (G) this luminaire contains
an internal ballast disconnect. IC-Rated for all lamping. Optional Chicago Plenum
available. Contact factory.

BALLAST: UL listed class P electronic instant-start ballast <10% THD,
0.88 BF standard for T8 Lamps. Electronic program start ballasts <10%
THD, 1.0 BF standard for T5/T5HO lamps. Contact factory for available
ballast factors. Optional adders: program start ballasts (standard for
T5/T5HO), 347v, emergency battery packs, dimming or bi-level ballasts
(controls by others).

MOUNTING: Standard flange design works with most lay-in ceiling types.
Integral pry out tabs secure luminaire to ceiling grid. Support to structure locations
on each corner. Consult local code for appropriate support to structure
recommendations. Optional drywall kit available.

LUMINAIRE LENGTHS: Luminaires are available in 2’, 4’, and 8’ section
lengths and can be joined together with factory supplied plug together wiring
harnesses.

Light Engine

Feature Spotlight
Lens Options

Frosted

Specifications

Open

700

1400

1050

1750

HPW-1: 1 T8 Fully Open (FO)
Efficiency: 89.2%
Peak Candela Value: 1685 @ 30°
LSI Report: 25849

Ceiling System Information
T5/T5HOT8

Quick Connect Harness

53/4”
8”

4”

CANDLEPOWER SUMMARY
0.0 67.5 45 22.5 90 Flux

0 852 852 852 852 852
5 841 935 1000 1040 1054 50

10 831 1009 1145 1239 1274
15 812 1073 1292 1445 1491 176
20 785 1128 1427 1573 1612
25 750 1174 1498 1636 1682 318
30 706 1210 1519 1659 1685
35 653 1218 1516 1609 1628 427
40 594 1190 1454 1534 1549
45 531 1131 1356 1426 1436 471
50 462 1057 1237 1297 1288
55 391 956 1096 1093 1063 430
60 319 823 918 851 810
65 248 681 692 595 546 291
70 178 527 451 333 302
75 113 342 220 134 95 111
80 57 149 49 34 29
85 18 19 11 9 8 12
90 0 0 0 0 0

Refer to the Finelite website for additional photometry and product information.



Project: SHI

Location: Somerset, NJ

Architect: Cornerstone Architectural Group. LLC

   Product: PLS/Curve LED desk lamp,

High Performance Wallwash (HPW)

Representative: Liberty Lighting
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Finelite Series HPW-1
Length (2', 4', or 8')
Lens Optic (FR - Frosted✱, CL - Clear, FO - Fully Open)
Light Engine (LED, 1 T8, T5, or T5HO)
Fluorescent Lamp Color Temperature (3000K, 3500K, 4100K, 5000K)
Voltage (120, 277, 347V✱✱)
Circuiting (SC - Single Circuit, MC - Multi Circuit, SD - Step Dimming)
Mounting (C1 - 1" T-Bar, C2 - 9/16" T-Bar, C3 - Screw Slot, DW - Drywall Kit)
Fluorescent Ballast (IS - Instant Start, PS - Program Start, BL - Bi-level, DI - Dimming, and specify ballast factors✱✱✱)
Notes:
✱ T5, T5HO, and LED available in frosted only.
✱✱ T8 & T5HO only.
✱✱✱ d 0.88 for T8 lamps, 1.0 for T5 or T5HO. Contact factory for available ballast factors.

Ordering Guide

HPW-1 - 4' - FO - 1T8 - 3000K - 277V - SC - C1 - IS.88

High Performance Wall (HPW)
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Proper vertical illumination is an important element in offices and schools.

In the classroom, Series X2 insures that text written on the whiteboard is

visible by each student and allows for more energy-efficient lighting

designs. In the office, Series X2 is a vital component to a well-balanced

and sustainable project.

SeriesX2
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Project: Christopher Dock Mennonite High School

Location: Lansdale, PA

Architect: Lederach Associates

Product: ICLS/Series 10, Series X2-O

Representative: Diversified Lighting Associates 



CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

0 1227 1227 1227 1227 1227
5 1526 1507 1446 1335 1222 70

15 1870 1811 1614 1415 1120 223
25 1794 1764 1653 1350 966 352
35 1426 1416 1410 1248 786 403
45 1063 1056 1058 1012 586 380
55 801 778 755 706 380 318
65 631 606 543 443 227 251
75 496 472 401 285 112 193
85 378 357 289 171 22 139
90 324 306 241 126 0
95 279 262 198 87 0 94

105 201 183 122 37 0 59
115 137 120 73 0 0 33
125 89 74 8 0 0 14
135 0 0 0 0 0 1
145 0 0 0 0 0 0
155 0 0 0 0 0 0
165 0 0 0 0 0 0
175 0 0 0 0 0 0
180 0 0 0 0 0
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Dimensions / Lamping

3.8"

5.3"

T8

T5 / T5HO

Feature Spotlight

Specifications

SeriesX2-O

SX2-O: WCB-1 T8-96W
Distribution: 7% Up / 93% Down
Efficiency: 50.9%
Peak Candela Value: 939@ 15˚
LSI Report 19694

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

0 670 670 670 670 670
5 779 770 740 698 664 37

15 939 925 863 725 608 115
25 832 822 799 711 526 173
35 682 672 656 624 426 195
45 528 522 511 479 316 186
55 399 388 377 335 202 157
65 318 306 274 221 113 126
75 252 241 206 146 55 99
85 195 185 151 89 11 72
90 169 161 127 66 0
95 148 139 106 47 0 50

105 110 100 68 23 0 33
115 77 68 44 0 0 19
125 54 46 6 0 0 9
135 1 0 0 0 0 1
145 0 0 0 0 0 0
155 0 0 0 0 0 0
165 0 0 0 0 0 0
175 0 0 0 0 0 0
180 0 0 0 0 0

SX2-O: WCB-1 T5HO-96W
Distribution: 7% Up / 93% Down
Efficiency: 66%
Peak Candela Value: 1870@ 15˚
LSI Report 19693

1500

500

1000

750

250

500

LAMPING: Available in 1 T8, T5 or T5HO lamp cross sections.

BALLAST: Electronic instant-start ballast <10% THD, .88 BF standard for
T8 lamps.  Electronic rapid-start ballasts <10% THD, 1.0 BF standard for
T5/T5HO lamps. Optional adders: rapid-start ballasts (standard for
T5/T5HO), 347 volt, emergency battery packs, dimming ballasts
(controls by others). 

MOUNTING OPTIONS: (FA) Standard fully adjustable aircraft cable
with safety stop in lengths up to 150”. Optional (AC) semi-adjustable
aircraft cable (± 0.5") in lengths of 12", 15", 18", 21", 24", 27", 30",
and 36”. Optional: (SM) Surface Mount mounts directly to the ceiling
and requires optional mounting brackets. Optional: (WM) Wall Mount
bracket mounts directly to wall, extends fixture 18" from wall. 

LENGTHS: 4', 8', and 12' section lengths can be combined to make
longer runs. Contact factory for additional lengths.

1

1

Adjustable Mounting
Flexible mounting points
make installation easy.

CONSTRUCTION: Body is 6063-T6 extruded aluminum with plug-
together wiring standard. End brackets are constructed of 18-gauge
steel. All components are hard-tooled to tolerances of 0.010".

FINISHES: Finelite Signal White powder coat finish standard with 96W
finish on lamp compartment door. Optional Adders: 185 colors available
from Tiger Drylac’s RAL color chart.

REFLECTORS: (96W) Optical chamber is finished with 96% reflective
white paint standard. Standard with white cross-blade baffles.

ELECTRICAL: 120 or 277V prewired. Fixture and electrical
components UL/C-UL listed and fixture will bear UL/C-UL labels.
Optional Adders: 347V ballast, emergency circuits, emergency battery
packs. Contact factory.

Refer to the Finelite website for additional photometry and product information.
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Project: New Brunswick High School

Location: New Brunswick, NJ

Engineer: SHW Group

Product: ICLS/S15, X2-O

Representative: Libery Lighting

Finelite Series X2-O (Oval)
Run length (4', 8', 12' multiples standard)
Number of lamps in cross section (1 T8, T5, or T5HO)
Circuiting (SC-single circuit)
Reflector system (96W)
Voltage (120, 277, 347V)
Mounting (FA/AC/SM/WM)
Endcap FE (flat)
Ceiling type (C1-1" T-bar, C2-9/16" T-bar, C3-Slot Grid, C4-Hard Ceiling)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

Ordering Guide

SX2-O - 32' - 1T8 - SC - 96W - 277 - FA - FE - C1 - .88 

SeriesX2-O
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Dimensions / Lamping

3.8"

5.2"

1

1

T8

T5 / T5HO

Feature Spotlight

SeriesX2-R

SX2-R: WCB-1 T8-96W
Distribution: 8% Up / 92% Down
Efficiency: 47.8%
Peak Candela Value: 932@ 15˚
LSI Report 19787

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

0 645 645 645 645 645
5 756 747 718 678 641 36

15 932 919 852 710 585 113
25 814 802 784 705 504 169
35 657 645 634 616 406 189
45 499 490 486 466 298 177
55 367 356 352 320 188 146
65 290 278 251 205 101 116
75 230 220 188 133 48 90
85 179 170 138 82 9 66
90 157 149 118 62 0
95 138 130 100 45 0 47

105 106 97 66 26 0 32
115 78 70 48 0 0 20
125 60 53 8 0 0 11
135 2 2 0 0 2 1
145 0 0 0 0 0 0
155 0 0 0 0 0 0
165 0 0 0 0 0 0
175 0 0 0 0 0 0
180 0 0 0 0 0

SX2-R: WCB-1 T5HO-96W
Distribution: 8% Up / 92% Down
Efficiency: 67.6%
Peak Candela Value: 1921@ 15˚
LSI Report 19786

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

0 1245 1245 1245 1245 1245
5 1549 1531 1466 1354 1241 71

15 1921 1866 1686 1441 1137 229
25 1827 1403 1697 1799 982 360
35 1436 1426 1431 1289 799 410
45 1074 1068 1075 1041 598 387
55 823 800 771 724 386 326
65 651 627 564 460 226 260
75 516 493 421 299 111 202
85 399 380 309 183 22 148
90 347 330 262 138 0
95 306 288 220 100 0 104

105 232 212 145 58 0 70
115 168 152 105 0 0 43
125 130 114 17 0 0 23
135 3 3 0 0 0 2
145 0 0 0 0 0 0
155 0 0 0 0 0 0
165 0 0 0 0 0 0
175 0 0 0 0 0 0
180 0 0 0 0 0

1500

500

1000

750

250

500

Adjustable Mounting
Flexible mounting points
make installation easy.

Specifications

CONSTRUCTION: Body is 6063-T6 extruded aluminum with plug-
together wiring standard. End brackets are constructed of 18-gauge
steel. All components are hard-tooled to tolerances of 0.010".

FINISHES: Finelite Signal White powder coat finish standard with 96W
finish on lamp compartment door. Optional Adders: 185 colors available
from Tiger Drylac’s RAL color chart.

REFLECTORS: (96W) Optical chamber is finished with 96% reflective
white paint standard. Standard with white cross-blade baffles. 

ELECTRICAL: 120 or 277V prewired. Fixture and electrical components
UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders:
347 volt ballast, prewired dual circuit, emergency circuits, emergency
battery packs. Contact factory.

LAMPING: Available in 1 T8, T5 or T5HO lamp cross sections.

BALLAST: Electronic instant-start ballast <10% THD, .88 BF standard for
T8 lamps.  Electronic rapid-start ballasts <10% THD, 1.0 BF standard for
T5/T5HO lamps. Optional adders: rapid-start ballasts (standard for
T5/T5HO), 347V, emergency battery packs, dimming ballasts (controls
by others). 

MOUNTING OPTIONS: (FA) Standard fully adjustable aircraft cable
with safety stop in lengths up to 150”. Optional (AC) Semi-Adjustable
aircraft cable (± 0.5") in lengths of 12", 15", 18", 21", 24", 27",
30", and 36".�Optional: (SM) Surface Mount mounts directly to the
ceiling and requires optional mounting brackets. Optional: (WM) Wall
Mount bracket mounts directly to wall, extends fixture 18" from wall.
Contact factory.

LENGTHS: 4', 8', and 12' section lengths can be combined to make
longer runs. Contact factory for additional lengths.

Refer to the Finelite website for additional photometry and product information.
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Project: Finelite, Inc.

Location: Union City, CA

Architect: DES Architects + Engineers, Inc.

Product: Series X2-R, Series X1-R

SeriesX2-R

Finelite Series X2-R (Rectilinear)
Run length (4', 8', and 12' multiples standard)
Number of lamps in cross section (1 T8, T5, or T5HO)
Circuiting (SC-single circuit)
Reflector system (96W)
Voltage (120, 277, 347V)
Mounting (FA/AC/SM/WM)
Endcap FE (flat)
Ceiling type (C1-1" T-bar, C2-9/16" T-bar, C3-Slot Grid, C4-Hard Ceiling)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

Ordering Guide

SX2-R - 32' - 1T8 - SC - 96W - 277 - FA - FE - C1 - .88
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Series X1 blends classic luminaire design, flexible mounting features, 

and the dedication of Finelite to deliver a decidedly uncommon luminaire.

The curved, rectilinear, and ellipsoidal forms are extruded out of

aluminum and represent timeless aesthetic choices suitable for many

applications from education to the office environment.

SeriesX1
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Project: PR  Newswire

Location: New York, NY

Architect: M. Castedo Architects

Product: Series X1-R

Representative: The Dulanski Group
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CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 711 711 711 711 711 0
5 712 705 707 714 714 69

15 664 673 714 761 779 203
25 594 628 726 824 866 335
35 499 569 709 771 806 420
45 359 461 566 615 661 409
55 159 238 311 326 341 251
65 30 44 56 78 92 68
75 4 7 9 11 14 12
85 0 0 0 0 1 1
90 0 0 0 0 0
95 18 45 32 31 31 46

105 133 262 275 245 235 256
115 281 419 539 572 566 479
125 432 551 696 761 786 583
135 574 657 800 879 904 592
145 696 750 856 931 961 526
155 793 823 885 930 949 405
165 861 871 902 916 924 253
175 897 894 903 900 899 87
180 897 897 897 897 897

Dimensions / Lamping

T8

T5 / T5HO

Feature Spotlight

Specifications
CONSTRUCTION: Body is 6063-T6 extruded aluminum with steel
joiner system, and plug-together wiring standard. End brackets are
constructed of 18-gauge steel. All components are hard-tooled to
tolerances of 0.010".

FINISHES: Finelite Signal White standard. Optional Adders: 185 colors
available from Tiger Drylac’s RAL color chart.

REFLECTORS: (96W) Die-formed, 96% reflective white. Optional: (EP)
Extended Performance reflector system. Optional Dust Cover for T8
lamps only. Contact factory.

UPLIGHT OPTICAL OPTIONS: Open: No optical control. CCO:
Controlled Center Optic, covers center lamp, 100% downlight (center
only). STO: Soft Top Optic, perforated top above lamps. TDO: Totally
Direct Optic, solid top above lamps.

DOWNLIGHT SHIELDING OPTIONS: WCB: White Cross Blade
baffle, white cross blades with straight edges spaced approximately 1"
apart. PLV: Parabolic Louver, semi-specular louvers with straight edges,
spaced approximately 1.75" apart. PS: Perforated Shield, concave
shield with round perforations.

SeriesX1-E

SX1-E: PS-1 T8-EP-Open
Distribution: 90% Up / 10% Down
Efficiency: 86.9%
Peak Candela Value: 679@ 125˚
LSI Report: 19513

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 96 96 96 96 96
5 96 96 96 97 97 9

15 92 93 95 99 99 27
25 83 86 91 96 98 42
35 71 76 83 87 88 50
45 55 61 66 64 63 48
55 38 43 41 41 40 37
65 21 22 27 28 28 25
75 6 11 14 15 16 13
85 0 0 1 1 1 2
90 0 0 0 0 0
95 13 61 115 100 95 94

105 88 220 255 289 305 252
115 177 296 456 462 466 378
125 264 341 510 643 679 435
135 344 388 529 634 666 397
145 412 434 511 591 632 323
155 466 475 510 544 560 236
165 504 505 517 524 528 146
175 524 521 524 521 520 50
180 521 521 521 521 521

SX1-E: PLV-2 T8-96W-Open
Distribution: 65% Up / 35% Down
Efficiency: 84.7%
Peak Candela Value: 961@ 145˚
LSI Report: 19483

400

800

400

800

500

. . . . 
. . . . . . . . . . . . .

ELECTRICAL: 120 or 277V prewired. Fixture and electrical components
UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders:
347V ballast, prewired dual circuit, emergency circuits, emergency
battery packs. Contact factory.

BALLAST: Electronic instant-start ballast <10% THD, .88 BF standard for
T8 lamps.  Electronic rapid-start ballasts <10% THD, 1.0 BF standard for
T5/T5HO lamps.  Optional adders: rapid-start ballasts (standard for
T5/T5HO), 347V, emergency battery packs, dimming ballasts (controls
by others). Contact factory for multiple ballast factors in one luminaire.

MOUNTING OPTIONS: (FA) Standard fully adjustable aircraft cable
with safety stop in lengths up to 150". Mounting connects to fixture with
factory-installed Level and Lock Assembly™, which allows side-to-side
fixture leveling and locks it into place. NOTE: Curved balancer assembly
is 2.6" above top of fixture. Optional (AC) semi-adjustable aircraft cable
(± 0.5") in lengths of 12", 15", 18", 21", 24", 27", 30", and
36".�Optional: (FM) Flexible Mounting Bracket, adjusts along the length
of the fixture to accommodate existing mounting points.�Optional: (SM)
Surface Mount mounts directly to ceiling surface. TDO required for SM.

LENGTHS: 4', 8', and 12' section lengths can be combined to make
longer runs. Contact factory for additional lengths. Optional Extended
endcap (EE) add 3.75" to each end.

SX1-E: PLV-3 T8-EP-Open
Distribution: 65% Up / 35% Down
Efficiency: 85.3%
Peak Candela Value: 1396@ 145˚
LSI Report: 19488

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 1227 1227 1227 1227 1227
5 1223 1215 1215 1219 1220 117

15 1139 1134 1139 1151 1157 321
25 1018 1010 1011 1053 1085 475
35 853 850 893 995 1068 578
45 616 640 769 879 938 583
55 274 330 463 529 597 390
65 57 69 107 170 199 129
75 12 17 21 26 31 26
85 1 3 5 7 8 6
90 0 0 0 0 0
95 34 106 121 121 116 128

105 200 395 480 528 533 464
115 417 619 807 868 881 727
125 638 806 1060 1167 1185 878
135 842 955 1168 1312 1374 876
145 1018 1084 1250 1363 1396 767
155 1161 1191 1280 1352 1382 588
165 1260 1263 1303 1322 1333 367
175 1311 1304 1314 1305 1304 127
180 1309 1309 1309 1309 1309

1200

1200

1, 2, or 3 

1, 2, or 3

Adjustable Mounting
Optional adjustable
mounting brackets make
installation easy for new
and retrofit projects.

CCO STO TDO

Lamp diffuser included
with T5HO lamps. 

2.6"

12.0"

3.0"

Refer to the Finelite website for additional photometry and product information.
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Project: WHPacific

Location: Anchorage, AK

Architect: WHPacific

Product: Series X1-E

Representative: Alaska Pro-Sell Representatives

SeriesX1-EShielding Options

White Cross Blade (WCB)

Parabolic Louver (PLV)

Perforated Shield (PS)

Finelite Series X1-E (Ellipse)
Shielding (WCB, PLV, PS)
Run length (4', 8', and 12' multiples standard)
Number of lamps in cross section (1, 2, 3 T8, T5, or T5HO)
Circuiting (SC-single circuit, DC-dual circuit, CRD-center row dimming)
Reflector system (96W, EP)
Uplight optical controls (Open, CCO, STO, TDO)
Voltage (120, 277, 347V)
Mounting (FA/AC/FM/SM)
Endcap FE (flat), EE (extended)
Ceiling type (C1-1" T-bar, C2-9/16" T-bar, C3-Slot Grid, C4-Hard Ceiling)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

Ordering Guide

SX1-E - WCB - 32' - 2T8 - SC - 96W - Open - 277 - FA - FE - C1 - .88
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CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 769 769 769 769 769
5 764 758 761 767 768 74

15 687 693 728 774 795 207
25 584 607 680 772 824 317
35 464 503 606 685 739 372
45 330 378 453 509 558 342
55 191 220 273 295 303 233
65 117 121 133 122 113 127
75 60 63 70 80 91 76
85 11 13 15 18 21 19
90 0 0 0 0 0
95 26 80 124 127 127 111

105 164 318 326 363 381 339
115 330 466 653 628 610 548
125 490 581 799 945 953 674
135 620 676 842 957 1017 636
145 726 757 853 941 981 533
155 804 816 865 901 920 398
165 853 853 870 877 883 246
175 877 872 879 873 871 85
180 875 875 875 875 875

2.6"

9.6"

3.0"

T8

T5 / T5HO

SeriesX1-O

SX1-O: WCB-1 T8-EP-Open
Distribution: 70% Up / 30% Down
Efficiency: 92.6%
Peak Candela Value: 556@ 125˚
LSI Report: 19511

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

0 330 330 330 330 330
5 327 325 326 328 329 31

15 295 297 309 327 336 88
25 252 259 286 325 349 135
35 202 214 257 319 364 168
45 148 164 219 277 303 168
55 90 102 139 136 132 110
65 55 57 64 64 66 62
75 27 29 33 40 49 37
85 4 5 7 8 10 9
90 0 0 0 0 0
95 14 57 106 91 87 86

105 82 184 213 246 264 217
115 163 257 388 404 397 324
125 240 288 433 535 556 367
135 298 323 443 525 547 330
145 344 358 400 475 509 261
155 378 382 401 415 423 185
165 396 396 402 404 405 113
175 406 403 406 403 402 39
180 404 404 404 404 404

SX1-O: WCB-2 T8-EP-Open 
Distribution: 67% Up / 33% Down
Efficiency: 90.4%
Peak Candela Value: 1017@ 135˚
LSI Report: 19477

400

400

800

800

800

300

300

500

SX1-O: WCB-3 T8-EP-Open
Distribution: 65% Up / 35% Down
Efficiency: 90.3%
Peak Candela Value: 1455@ 145˚
LSI Report: 19486

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 1326 1326 1326 1326 1326
5 1311 1302 1303 1312 1314 125

15 1177 1172 1182 1209 1224 334
25 1001 992 1002 1059 1108 472
35 795 785 821 926 1016 537
45 564 566 646 800 894 524
55 316 340 439 521 597 393
65 191 195 217 273 298 235
75 100 105 115 130 146 126
85 23 27 31 35 40 35
90 0 0 0 0 0
95 47 109 130 126 119 135

105 254 411 501 546 550 487
115 508 663 841 899 911 768
125 755 878 1102 1206 1223 930
135 967 1034 1236 1366 1427 931
145 1141 1168 1318 1427 1455 814
155 1273 1274 1343 1409 1439 621
165 1358 1349 1367 1373 1380 386
175 1400 1390 1399 1388 1383 134
180 1397 1397 1397 1397 1397

900

900

1200

1200

1, 2, or 3 

1, 2, or 3

Specifications

CONSTRUCTION: Body is 6063-T6 extruded aluminum with steel
joiner system, and plug-together wiring standard. End brackets are
constructed of 18-gauge steel. All components are hard-tooled to
tolerances of 0.010".

FINISHES: Finelite Signal White standard. Optional Adders: 185 colors
available from Tiger Drylac’s RAL color chart.

REFLECTORS: (96W) Die-formed, 96% reflective white. Optional: (EP)
Extended Performance reflector system. Optional Dust Cover for T8
lamps only. Contact factory.

UPLIGHT OPTICAL OPTIONS: Open: No optical control. CCO:
Controlled Center Optics, covers center lamp, 100% downlight (center
only). STO: Soft Top Optic, perforated top above lamps. TDO: Totally
Direct Optic, solid top above lamps.

DOWNLIGHT SHIELDING OPTIONS: WCB: White Cross Blade
baffle, white cross blades with straight edges spaced approximately 1"
apart. PLV: Parabolic Louver, semi-specular louvers with straight edges,
spaced approximately 1.75" apart. PS: Perforated Shield, concave
shield with round perforations. 

ELECTRICAL: 120 or 277V prewired. Fixture and electrical components
UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders:
347V ballast, prewired dual circuit, emergency circuits, emergency
battery packs. Contact factory.

BALLAST: Electronic instant-start ballast <10% THD, .88 BF standard for
T8 lamps.  Electronic rapid-start ballasts <10% THD, 1.0 BF standard for
T5/T5HO lamps.  Optional adders: rapid-start ballasts (standard for
T5/T5HO), 347V, emergency battery packs, dimming ballasts (controls
by others). Contact factory for multiple ballast factors in one luminaire.

MOUNTING OPTIONS: (FA) Standard fully adjustable aircraft cable
with safety stop in lengths up to 150". Mounting connects to fixture with
factory-installed Level and Lock Assembly™, which allows side-to-side
fixture leveling and locks it into place. NOTE: Curved balancer assembly
is 2.6" above top of fixture. Optional (AC) semi-adjustable aircraft cable
(± 0.5") in lengths of 12", 15", 18", 21", 24", 27", 30", and
36".�Optional: (FM) Flexible Mounting Bracket, adjusts along the length
of the fixture to accommodate existing mounting points.�Optional: (SM)
Surface Mount mounts directly to ceiling surface. TDO required for SM.

LENGTHS: 4', 8', and 12' section lengths can be combined to make
longer runs. Contact factory for additional lengths.

CCO STO TDO

Dimensions / Lamping

Feature Spotlight

Adjustable Mounting
Optional adjustable
mounting brackets make
installation easy for new
and retrofit projects.

Lamp diffuser included
with T5HO lamps. 

Refer to the Finelite website for additional photometry and product information.
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SeriesX1-O

Project: Christopher Dock Mennonite High School

Location: Lansdale, PA

Architect: Lederach Associates

Product: Series X1-O

Representative: Diversified Lighting Associates

Shielding Options

White Cross Blade (WCB)

Parabolic Louver (PLV)

Perforated Shield (PS)

Finelite Series X1-O (Oval)
Shielding (WCB, PLV, PS)
Run length (4', 8', 12' multiples standard)
Number of lamps in cross section (1, 2, 3 T8, T5, or T5HO)
Circuiting (SC-single circuit, DC-dual circuit, CRD-center row dimming)
Reflector system (96W, EP)
Uplight optical controls (Open, CCO, STO, TDO)
Voltage (120, 277, 347V)
Mounting (FA/AC/FM/SM)
Endcap FE (flat)
Ceiling type (C1-1" T-bar, C2-9/16" T-bar, C3-Slot Grid, C4-Hard Ceiling)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

Ordering Guide

SX1-O - WCB - 32' - 2T8 - SC - 96W - Open - 277 - FA - FE - C1 - .88
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CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 776 776 776 776 776
5 772 765 768 775 776 74

15 696 702 736 781 803 209
25 594 615 688 779 831 321
35 474 512 614 691 742 377
45 341 387 460 523 579 351
55 202 229 286 329 351 252
65 123 127 141 154 161 144
75 63 66 73 84 95 80
85 12 14 16 19 23 20
90 0 0 0 0 0
95 30 50 38 36 34 52

105 183 287 290 260 247 279
115 367 482 576 599 588 524
125 544 639 750 804 822 641
135 688 752 866 921 936 646
145 807 843 937 986 1001 574
155 898 913 965 1001 1017 442
165 957 956 979 988 993 276
175 986 981 989 983 979 95
180 985 985 985 985 985

2.6"

3.0"

9.6"

SeriesX1-R

SX1-R: WCB-1 T8-96W-Open
Distribution: 69% Up / 31% Down
Efficiency: 92.8%
Peak Candela Value: 500@ 155˚
LSI Report: 19505

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 336 336 336 336 336
5 334 331 333 335 336 32

15 302 304 316 334 343 90
25 259 266 294 333 356 138
35 210 223 266 329 372 173
45 156 172 228 292 322 177
55 98 110 150 159 165 124
65 60 62 71 85 98 73
75 30 32 36 43 52 40
85 5 6 7 9 11 9
90 0 0 0 0 0
95 17 32 30 27 25 35

105 97 162 199 166 149 172
115 193 247 336 401 403 311
125 283 331 393 448 467 345
135 352 379 437 473 488 330
145 408 421 466 491 499 287
155 449 454 475 492 500 219
165 474 474 482 486 488 136
175 487 484 487 484 483 47
180 485 485 485 485 485

SX1-R: WCB-2 T8-96W-Open
Distribution: 66% Up / 34% Down
Efficiency: 90.8%
Peak Candela Value: 1017@ 155˚
LSI Report: 19478

600

1200

600

300

500

300

SX1-R: WCB-3 T8-96W-Open
Distribution: 66% Up / 34% Down
Efficiency: 91.3%
Peak Candela Value: 1608@ 180˚
LSI Report: 19494

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 1301 1301 1301 1301 1301
5 1285 1278 1281 1288 1290 123

15 1154 1152 1166 1195 1211 329
25 982 978 995 1054 1099 467
35 781 777 818 923 1008 534
45 556 564 644 808 907 525
55 314 340 445 539 620 401
65 190 195 218 284 318 240
75 99 105 115 130 143 125
85 23 26 29 34 38 35
90 0 0 0 0 0
95 52 80 62 57 54 83

105 296 406 389 377 362 395
115 586 709 789 768 754 725
125 863 956 1122 1166 1159 946
135 1100 1160 1287 1392 1427 982
145 1300 1327 1417 1477 1497 879
155 1455 1455 1513 1538 1548 692
165 1559 1546 1568 1573 1576 442
175 1612 1600 1607 1595 1588 155
180 1608 1608 1608 1608 1608

800

1200

800

1200

1600

CONSTRUCTION: Body is 6063-T6 extruded aluminum with steel
joiner system, and plug-together wiring standard. End brackets are
constructed of 18-gauge steel. All components are hard-tooled to
tolerances of 0.010".

FINISHES: Finelite Signal White standard. Optional Adders: 185 colors
available from Tiger Drylac’s RAL color chart.

REFLECTORS: (96W) Die-formed pre-painted aluminum, 96% reflective
white. Optional: (EP) Extended Performance reflector system. Optional
Dust Cover for T8 lamps only. Contact factory.

UPLIGHT OPTICAL OPTIONS: Open: No optical control. CCO:
Controlled Center Optics, covers center lamp, 100% downlight (center
only). STO: Soft Top Optic, perforated top above lamps. TDO: Totally
Direct Optic, solid top above lamps.

DOWNLIGHT SHIELDING OPTIONS: WCB: White Cross Blade
baffle, white cross blades with straight edges spaced approximately 1"
apart. PLV: Parabolic Louver, semi-specular louvers with straight edges,
spaced approximately 1.75" apart. PS: Perforated Shield, concave
shield with round perforations.

ELECTRICAL: 120 or 277V prewired. Fixture and electrical components
UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders:
347V ballast, prewired dual circuit, emergency circuits, emergency
battery packs. Contact factory.

BALLAST: Electronic instant-start ballast <10% THD, .88 BF standard for
T8 lamps.  Electronic rapid-start ballasts <10% THD, 1.0 BF standard for
T5/T5HO lamps.  Optional adders: rapid-start ballasts (standard for
T5/T5HO), 347 volt, emergency battery packs, dimming ballasts
(controls by others). Contact factory for multiple ballast factors in one
luminaire.

MOUNTING OPTIONS: (FA) Standard fully adjustable aircraft cable with
safety stop in lengths up to 150". Mounting connects to fixture with factory-
installed Level and Lock Assembly™, which allows side-to-side fixture leveling
and locks it into place. NOTE: Curved balancer assembly is 2.6" above top
of fixture. Optional (AC) semi-adjustable aircraft cable (± 0.5") in lengths of
12", 15", 18", 21", 24", 27", 30", and 36".�Optional: (FM) Flexible
Mounting Bracket, adjusts along the length of the fixture to accommodate
existing mounting points.�Optional: (SM) Surface Mount mounts directly to
ceiling surface. TDO required for SM.

LENGTHS: 4', 8', and 12' section lengths can be combined to make
longer runs. Contact factory for additional lengths.

1, 2, or 3 

1, 2, or 3

Dimensions / Lamping

Feature Spotlight

Adjustable Mounting
Optional adjustable
mounting brackets make
installation easy for new
and retrofit projects.

Lamp diffuser included
with T5HO lamps. 

T8

T5 / T5HO

Specifications

CCO STO TDO

Refer to the Finelite website for additional photometry and product information.
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SeriesX1-RShielding Options

White Cross Blade (WCB)

Parabolic Louver (PLV)

Perforated Shield (PS)

Project: PR  Newswire

Location: New York, NY

Architect: M. Castedo Architects

Product: Series X1-R

Representative: The Dulanski Group

Finelite Series X1-R (Rectilinear)
Shielding (WCB, PLV, PS)
Run length (4', 8', 12' multiples standard)
Number of lamps in cross section (1, 2, 3 T8, T5 or T5HO)
Circuiting (SC-single circuit, DC-dual circuit, CRD-center row dimming)
Reflector system (96W, EP)
Uplight optical controls (Open, CCO, STO, TDO)
Voltage (120, 277, 347 Volt)
Mounting (FA/AC/FM/SM)
Endcap FE (flat)
Ceiling type (C1-1" T-bar, C2-9/16" T-bar, C3-Slot Grid, C4-Hard Ceiling)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

Ordering Guide

X1-R - WCB - 32' - 2T8 - SC - 96W - Open - 277 - FA - FE - C1 - .88
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Finelite’s Series 18 luminaire has significance in style, affordability,

adjustability and performance. At just 4” wide, this luminaire delivers

maximum performance for both T8 and T5 or T5HO lamps. Optional

flexible mounting brackets and integrated sensors make Series 18 a

luminaire that meets the needs of today’s sustainable projects.

Series18
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 4”

 2.25”

Series18

CONSTRUCTION: Body is 20-gauge die-formed steel with 18-gauge die-formed
internal joiner system, plug-together wiring standard. All components are hard-
tooled to tolerances of 0.010".

FINISHES: Finelite Signal White standard. Optional Adders: 185 colors
available from Tiger Drylac’s RAL color chart.

ENDCAPS: (FE) Flat endcap, 14 gauge dieformed steel, adds 0.1 at each end.
Optional: (EE) Extended endcap, aluminum die-cast endcap, adds 0.55" at each
end.

REFLECTORS: Semi-specular Aluminum 94% reflective.

DOWNLIGHT SHIELDING OPTIONS: Diffuse Center Optic (DCO) standard.
73% transmissive, 99% diffusion.

ELECTRICAL: 120 or 277V prewired. Fixture and electrical components are
UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders: prewired
dual circuit, emergency circuits, low-profile emergency battery packs. Contact
factory.

INTEGRATED SENSORS: S18 can be specified with integrated sensors from
Wattstopper, Philips, and Lutron. Daylight Sensors: Wattstopper sensors can be
supplied with either a closed loop 0-10v dimming (handheld remote supplied) or

closed loop single zone switching system. The Lutron sensor is directional and for
use with Ecosystem ballasts. The Philips sensor is a closed loop 0-10v sensor for
use with Advance Mark 7 ballasts. Occupancy Sensor: Wattstopper occupancy
sensor is a PIR sensor with additional hold-off daylight feature. Sensor cross section
limited to 1.3” wide and 1.0” high.

BALLAST: Electronic instant-start ballast <10% THD,0.88 BF standard for T8
lamps. Electronic rapid-start ballasts <10% THD, 1.0 BF standard for T5 or T5HO
lamps. Optional adders: rapid-start ballasts (standard for T5 or T5HO), emergency
battery packs, dimming ballasts (controls by others). Requires low profile ballasts
and battery packs. Ballast cross section limited to 1.3” wide and 1.0” high.

MOUNTING OPTIONS: (FA) 50” fully adjustable aircraft cable standard with
safety stop. Contact factory for additional lengths up to 150". Mounting connects
to fixture with factory-installed curved balancer, which allows for sideto-side fixture
leveling and locks it into place. Note: Curved balancer assembly is 2.28" for
standard or 2.8” with FM above top of fixture. Optional (AC) semiadjustable
aircraft cable (± 0.5") in lengths of 12", 15", 18", 21", 24", 27", 30", and 36".

LENGTHS: 4' and 8' section lengths can be combined to make longer runs.
Contact factory for additional lengths.

1 

1, 2, or 3

Dimensions / Lamping

Feature Spotlight

OPTIONAL FLEXIBLE
MOUNTING BRACKET:
The Flexible Mounting
Bracket (FM) adjusts along
the length of the luminaire
to accommodate existing
mounting points.

T8

T5 / T5HO

Specifications

S18: 1 T8-EP
Distribution: 83% Up / 17% Down
Efficiency: 91.6%
Peak Candela Value: 709@ 145˚
LSI Report: 29535

S18: 1 T5HO-EP
Distribution: 84% Up / 16% Down
Efficiency: 96.4%
Peak Candela Value: 1204@ 135˚
LSI Report: 29349

S18: 2 T5-EP
Distribution: 86% Up / 14% Down
Efficiency: 92.1%
Peak Candela Value: 1370@ 145˚
LSI Report: 29536

400

400

800

800

1200

1200

250

250

500

500

750

750

500

500

1000

1000

1500

1500

 

 

 

 

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90.0 Flux

0 295 295 295 295 295
5 294 293 292 293 291 28

15 280 278 271 265 260 76
25 253 247 229 217 211 106
35 215 205 183 173 170 118
45 170 160 143 138 136 114
55 125 118 108 104 101 99
65 86 80 75 70 68 75
75 53 44 41 38 37 44
85 15 13 11 10 9 13
90 0 0 0 0 0
95 27 115 91 69 65 114

105 124 316 546 577 576 466
115 239 540 626 813 883 624
125 351 548 911 878 882 664
135 455 562 914 1168 1204 661
145 545 589 777 985 1066 497
155 616 626 712 795 824 331
165 666 670 680 699 711 195
175 693 688 691 689 690 67
180 690 690 690 690 690

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90.0 Flux

0 237 237 237 237 237
5 237 236 237 239 238 23

15 228 231 238 244 244 67
25 210 217 226 228 226 102
35 185 194 194 189 185 119
45 153 160 153 148 146 118
55 117 120 114 113 112 103
65 83 81 80 75 74 78
75 53 47 42 39 37 45
85 13 11 8 6 5 11
90 0 0 0 0 0
95 28 79 64 47 42 80

105 152 340 405 400 396 374
115 297 593 670 735 748 620
125 440 775 928 965 969 753
135 574 818 1134 1190 1218 778
145 689 849 1164 1338 1370 682
155 779 869 1044 1200 1260 479
165 842 880 952 1010 1036 269
175 876 877 891 896 900 87
180 874 874 874 874 874

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90.0 Flux

0 176 176 176 176 176
5 175 175 175 176 175 17

15 168 167 167 167 166 47
25 153 153 149 145 143 68
35 132 131 124 119 117 78
45 107 105 99 97 95 77
55 80 79 76 75 74 69
65 55 54 54 51 50 52
75 35 32 30 28 27 32
85 9 8 7 7 7 9
90 0 0 0 0 0
95 19 57 54 55 54 61

105 80 211 266 257 251 237
115 151 330 411 480 488 377
125 220 391 518 554 571 417
135 284 410 597 650 665 410
145 339 422 568 676 709 342
155 383 432 512 585 610 235
165 413 433 471 496 508 132
175 430 429 435 438 441 43
180 428 428 428 428 428

Refer to the Finelite website for additional photometry and product information.
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Series18

Finelite Series 18
Run length (4', 8' multiples standard)
Number of lamps in cross section (1 T8, 1, 2 , 3 T5, or T5HO)
Circuiting (SC - single circuit, DC - dual circuit)
Reflector system (EP)
Voltage (120V, 277V)
Mounting (FA, AC, FM)
Endcap (FE - flat, EE - extended)
Ceiling type (C1 - 1" T-bar, C2 - 9/16" T-bar, C3 - Slot Grid, C4 - Hard Ceiling)
Ballast factor (Standard 0.88 for T8 lamps, 1.0 for T5 or T5HO*)
Integrated Sensors (OBD - Daylight, OBO - Occupancy, OBB - Both)

Ordering Guide

S18 - 32’ - 1T8 - SC - EP - 120 - FA - EE - C1 - 0.88 - OBD



142 W W W . F I N E L I T E . C O M 

 4”

 2.25”

Series18 WM

CONSTRUCTION: Body is 20-gauge die-formed steel with 18-gauge die-
formed internal joiner system, plug-together wiring standard. All components
are hard-tooled to tolerances of 0.010".

FINISHES: Finelite Signal White standard. Optional Adders: 185 colors
available from Tiger Drylac’s RAL color chart.

ENDCAPS: (FE) Flat endcap, 14 gauge dieformed steel, adds 0.1 at each
end. Optional: (EE) Extended rounded endcap used with Mounting Bracket
option only.

REFLECTORS: Semi-specular Aluminum 94% reflective.

DOWNLIGHT SHIELDING OPTIONS: Diffuse Center Optic (DCO)
standard. 73% transmissive, 99% diffusion.

ELECTRICAL: 120 or 277V prewired. Fixture and electrical components are
UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders:
prewired dual circuit, emergency circuits, low-profile emergency battery
packs. Contact factory.

INTEGRATED SENSORS: S18 can be specified with integrated sensors
from Wattstopper, Philips, and Lutron. Daylight Sensors: Wattstopper sensors
can be supplied with either a closed loop 0-10v dimming (handheld remote
supplied) or closed loop single zone switching system. The Lutron sensor is
directional and for use with Ecosystem ballasts. The Philips sensor is a closed

loop 0-10v sensor for use with Advance Mark 7 ballasts. Occupancy Sensor:
Wattstopper occupancy sensor is a PIR sensor with additional hold-off
daylight feature. Sensor cross section limited to 1.3” wide and 1.0” high.

BALLAST: Electronic instant-start ballast <10% THD,0.88 BF standard for
T8 lamps. Electronic rapid-start ballasts <10% THD, 1.0 BF standard for T5
or T5HO lamps. Optional adders: rapid-start ballasts (standard
for T5 or T5HO), emergency battery packs, dimming ballasts (controls by
others). Requires low profile ballasts and battery packs. Ballast cross section
limited to 1.3” wide and 1.0” high.

MOUNTING OPTIONS: Standard (SUR) Surface Mount, fixture is bolted
directly into existing wall studs. Optional (MB) Mounting Bracket, fixture hangs
from bracket fastened directly to wall. Mounting bracket in 4’, 8’ lengths. Fixture
hangs 0.5” from wall. Mounting bracket is concealed behind fixture.

LENGTHS: 4' and 8' section lengths can be combined to make longer runs.
Contact factory for additional lengths.

1 

1, 2, or 3

Dimensions / Lamping

Feature Spotlight
INTEGRATED SENSORS:
Series 18WM can be
specified with integrated
daylight or occupancy
sensors.

T8

T5 / T5HO

Specifications

S18: 1 T8-EP
Distribution: 83% Up / 17% Down
Efficiency: 91.6%
Peak Candela Value: 709@ 145˚
LSI Report: 29535

S18: 1 T5HO-EP
Distribution: 84% Up / 16% Down
Efficiency: 96.4%
Peak Candela Value: 1204@ 135˚
LSI Report: 29349

S18: 2 T5-EP
Distribution: 86% Up / 14% Down
Efficiency: 92.1%
Peak Candela Value: 1370@ 145˚
LSI Report: 29536

400

400

800

800

1200

1200

250

250

500

500

750

750

500

500

1000

1000

1500

1500

 

 

 

 

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90.0 Flux

0 295 295 295 295 295
5 294 293 292 293 291 28

15 280 278 271 265 260 76
25 253 247 229 217 211 106
35 215 205 183 173 170 118
45 170 160 143 138 136 114
55 125 118 108 104 101 99
65 86 80 75 70 68 75
75 53 44 41 38 37 44
85 15 13 11 10 9 13
90 0 0 0 0 0
95 27 115 91 69 65 114

105 124 316 546 577 576 466
115 239 540 626 813 883 624
125 351 548 911 878 882 664
135 455 562 914 1168 1204 661
145 545 589 777 985 1066 497
155 616 626 712 795 824 331
165 666 670 680 699 711 195
175 693 688 691 689 690 67
180 690 690 690 690 690

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90.0 Flux

0 237 237 237 237 237
5 237 236 237 239 238 23

15 228 231 238 244 244 67
25 210 217 226 228 226 102
35 185 194 194 189 185 119
45 153 160 153 148 146 118
55 117 120 114 113 112 103
65 83 81 80 75 74 78
75 53 47 42 39 37 45
85 13 11 8 6 5 11
90 0 0 0 0 0
95 28 79 64 47 42 80

105 152 340 405 400 396 374
115 297 593 670 735 748 620
125 440 775 928 965 969 753
135 574 818 1134 1190 1218 778
145 689 849 1164 1338 1370 682
155 779 869 1044 1200 1260 479
165 842 880 952 1010 1036 269
175 876 877 891 896 900 87
180 874 874 874 874 874

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90.0 Flux

0 176 176 176 176 176
5 175 175 175 176 175 17

15 168 167 167 167 166 47
25 153 153 149 145 143 68
35 132 131 124 119 117 78
45 107 105 99 97 95 77
55 80 79 76 75 74 69
65 55 54 54 51 50 52
75 35 32 30 28 27 32
85 9 8 7 7 7 9
90 0 0 0 0 0
95 19 57 54 55 54 61

105 80 211 266 257 251 237
115 151 330 411 480 488 377
125 220 391 518 554 571 417
135 284 410 597 650 665 410
145 339 422 568 676 709 342
155 383 432 512 585 610 235
165 413 433 471 496 508 132
175 430 429 435 438 441 43
180 428 428 428 428 428

 

 Occupancy
Sensor

 

Daylight 
Sensor

WALL WALL

Mounting Bracket Surface Mount

Refer to the Finelite website for additional photometry and product information.
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Series18 WM

Finelite Series 18WM
Run length (4', 8' multiples standard)
Number of lamps in cross section (1 T8, 1, 2 , 3 T5, or T5HO)
Circuiting (SC - single circuit, DC - dual circuit)
Reflector system (EP)
Voltage (120V, 277V)
Mounting (SUR or MB)
Endcap (FE - flat, EE - extended*)
Ceiling type (C1 - 1" T-bar, C2 - 9/16" T-bar, C3 - Slot Grid, C4-Hard Ceiling)
Ballast factor (Standard 0.88 for T8 lamps, 1.0 for T5 or T5HO**)
Integrated Sensors (OBD - Daylight, OBO - Occupancy, OBB - Both)

*Extended rounded endcap used with mounting bracket option only. **Contact factory for available ballast factors.

Ordering Guide

S18WM - 32’ - 1T8 - SC - EP - 120 - SUR - EE - C1 - 0.88 - OBD
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Series 17 is an ADA-compliant wall mount luminaire designed with the

understanding that shape can transform the experience of a space.

Superior optical performance and energy-saving bi-level controls make

this luminaire ideal for hallways and stairwells in office buildings,

schools, healthcare facilities, and multi-family residential buildings.

Series17
wall mount
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Project: Finelite, Inc.

Location: Union City, CA

Architect: DES Architects + Engineers, Inc.

Product: Series 17-ACF, Series 17-VCF
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CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 122 122 122 122 122
5 121 131 129 125 130 6

15 116 150 140 127 152 20
25 105 174 149 124 182 34
35 90 202 162 117 215 50
45 72 221 171 106 239 63
55 54 232 172 96 255 73
65 39 232 166 81 257 78
75 23 220 152 63 246 75
85 6 197 130 43 223 66
90 0 183 116 33 208
95 28 167 102 27 192 56

105 162 135 101 139 156 73
115 327 195 225 391 196 134
125 487 362 470 568 339 204
135 630 652 787 676 601 261
145 752 939 869 781 934 265
155 850 948 911 862 968 209
165 918 962 944 917 966 133
175 952 954 959 954 955 46
180 966 966 966 966 966

Dimensions / Lamping
3.95”

3.37” 4.16”
T8

T5 / T5HO

Feature Spotlight

Series17 Angled Curved Fascia (ACF)

S17-ACF: S--1 T5-Open-96W
Distribution: 85% Up / 15% Down
Efficiency: 68.9%
Peak Candela Value: 596@ 180˚
LSI Report: 24224

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

0 30 30 30 30 30
5 23 24 26 28 31 1

15 10 12 16 22 30 2
25 3 4 6 15 28 2
35 3 4 3 8 26 2
45 1 2 2 4 23 2
55 1 2 1 2 19 2
65 1 1 1 1 15 1
75 0 1 1 1 11 1
85 0 0 0 0 3 0
90 0 0 0 0 0
95 0 0 0 0 22 2

105 2 5 21 81 116 23
115 58 69 115 248 214 71
125 174 200 289 355 307 122
135 365 397 485 425 392 161
145 576 574 534 485 466 163
155 595 585 563 538 527 129
165 595 591 585 570 568 82
175 593 592 592 589 590 29
180 596 596 596 596 596

S17--ACF: P--1 T5HO-Open-96W
Distribution: 74% Up / 26% Down
Efficiency: 76.7%
Peak Candela Value: 968@ 155˚
LSI Report: 24227

1000

500

500

1000

250

700

350

700

S17-ACF: P--1 T8-Open-96W
Distribution: 72% Up / 28% Down
Efficiency: 75.5%
Peak Candela Value: 658@ 175˚
LSI Report: 24221

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 92 92 92 92 92
5 92 99 97 94 99 5

15 88 114 106 96 115 15
25 79 132 113 94 138 26
35 67 151 123 89 162 37
45 54 165 129 80 178 47
55 40 173 129 72 188 55
65 28 173 124 60 189 58
75 16 164 113 46 183 56
85 3 147 96 31 167 49
90 0 136 86 24 156
95 18 123 75 19 142 41

105 107 101 73 89 116 51
115 213 137 153 224 141 86
125 320 240 285 372 229 131
135 418 385 442 465 367 16
145 503 544 579 542 527 169
155 572 640 624 603 648 142
165 619 664 658 634 666 92
175 644 656 653 647 658 32
180 651 651 651 651 651

300

600

300

600

1

1
Integrated Sensors
Optional integrated
occupancy sensors and 
bi-level switching
functionally delivers 
energy savings.

Specifications

CONSTRUCTION: Fixture channel is 6063-T6 extruded aluminum.
Fascia covers are die-formed 20-gauge steel. Mounting clips are
constructed from 22-gauge die-formed steel. All components are hard-
tooled to tolerances of 0.010".

FINISHES: Finelite Signal White is standard. Optional Adders: 185
finishes available from Tiger Drylac’s RAL color chart.

OPTIONAL LENSES: Optional lenses are available to provide
shielding for both top and bottom openings of the fixture. Lenses are
made of 0.050" acrylic. Available in clear or diffuse white.

ELECTRICAL: 120, 277, or 347V prewired. Fixture and electrical
components UL/C-UL listed and fixture will bear UL/C-UL labels. Optional
Adders: emergency circuits, low profile emergency battery packs, bi-
level switching ballast, and fixture-integrated ultrasonic occupancy
sensor. Contact factory for additional details.

LAMPING: Available in 1 T8, T5, or T5HO cross sections.

BALLAST: Electronic instant-start ballast <10% THD, .88 BF standard for
T8 lamps.  Electronic rapid-start ballasts <10% THD, 1.0 BF standard for
T5/T5HO lamps.  Optional adders: rapid-start ballasts (standard for
T5/T5HO), 347V, emergency battery packs, dimming ballasts (controls
by others). Requires low-profile ballasts and battery packs. 

MOUNTING OPTIONS: Standard with mounting clips to the wall and
not visible from normal viewing angles once installed. One mounting clip
is provided for every 16" inches of luminaire for a secure connection to
the wall. Luminaire is snapped into place on the mounting clips and
secured using locking screws.

LENGTHS: Modular section lengths of 2', 3', 4' and 8' section lengths
can be combined to make longer runs. Contact factory for additional
lengths.

Refer to the Finelite website for additional photometry and product information.
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Project: Finelite, Inc.

Location: Union City, CA

Architect: DES Architects + Engineers, Inc.

Product: Series 17-ACF, Series 17-VCF

Series17 Angled Curved Fascia (ACF)

Finelite Series 17
Shape (ACF)
Fascia (PF perforated, SF solid)
Run length (2', 3', 4', 8' multiple standard)
Lamp type (T8, T5 or T5HO)
Circuiting (SC-single circuit)
Uplight lens options (00 Open, UCL Clear, UDW Diffuse White)
Downlight lens options (00 Open, DCL Clear, DDW Diffuse White)
Voltage (120, 277)
Occupancy Sensor (00 None, OCO Occupancy Sensor only, OCB Occupancy Sensor with bi-level switching ballast)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

Ordering Guide

S17 - ACF - PF - 32' - T5HO - SC - UCL - DCL - 277 - OCB - .88



148 W W W . F I N E L I T E . C O M 

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 708 708 708 708 708
5 706 718 707 696 718 35

15 680 843 777 705 862 109
25 629 650 800 710 588 157
35 555 366 488 706 333 156
45 463 210 284 538 199 132
55 358 167 151 290 178 100
65 236 161 121 136 176 77
75 116 154 106 51 172 61
85 18 158 101 30 181 53
90 0 159 102 30 182
95 17 159 102 31 182 53

105 98 153 99 34 174 56
115 205 144 95 120 161 67
125 314 127 125 278 141 86
135 411 183 265 499 168 119
145 496 346 476 651 315 146
155 565 619 749 665 567 147
165 612 792 741 658 808 102
175 637 675 666 647 675 33
180 645 645 645 645 645

Dimensions / Lamping

3.83” 4.7”

3.95”

T8

T5 / T5HO

Feature Spotlight

Specifications

CONSTRUCTION: Fixture channel is 6063-T6 extruded aluminum.
Fascia covers are die-formed 20-gauge steel. Mounting clips are
constructed from 22-gauge die-formed steel. All components are hard-
tooled to tolerances of 0.010".

FINISHES: Finelite Signal White is standard. Optional Adders: 185
finishes available from Tiger Drylac’s RAL color chart.

OPTIONAL LENSES: Optional lenses are available to provide
shielding for both top and bottom openings of the fixture. Lenses are
made of 0.050” acrylic. Available in clear or diffuse white.

ELECTRICAL: 120, 277, or 347V prewired. Fixture and electrical
components are are UL/C-UL listed and fixture will bear UL/C-UL labels.
Optional Adders: emergency circuits, low-profile emergency battery
packs, bi-level switching ballast, and fixture-integrated ultrasonic
Occupancy Sensor. Contact factory for additional details.

Series17 vertical Curved Fascia (VCF)

S17-VCF: S-1 T5-Open-96W
Distribution: 50% Up / 50% Down
Efficiency: 74.4%
Peak Candela Value: 497@ 15˚
LSI Report: 24226

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

0 400 400 400 400 400
5 398 418 411 402 420 20

15 384 489 454 412 497 63
25 355 357 437 415 324 88
35 314 185 267 408 160 85
45 263 80 138 299 66 66
55 204 36 53 164 33 66
65 139 19 23 68 17 42
75 72 4 8 15 2 23
85 12 0 0 0 0 1
90 0 0 0 0 0
95 11 0 0 0 0 1

105 65 0 0 2 0 5
115 127 3 3 52 2 15
125 186 5 28 150 4 32
135 241 51 119 275 35 56
145 289 161 253 363 137 77
155 327 334 406 374 301 81
165 353 440 414 374 447 57
175 367 384 379 371 384 19
180 371 371 371 371 371

S17-VCF: P-1 T5HO-Open-96W
Distribution: 51% Up / 49% Down
Efficiency: 84.0%
Peak Candela Value: 862@ 15˚
LSI Report: 24229

700

700

1400

1400

400

800

400

800

LAMPING: Available in 1 T8, T5, or T5HO cross sections.

BALLAST: Electronic instant-start ballast <10% THD, .88 BF standard for
T8 lamps.  Electronic rapid-start ballasts <10% THD, 1.0 BF standard for
T5/T5HO lamps. Optional adders: rapid-start ballasts (standard for
T5/T5HO), 347V, emergency battery packs, dimming ballasts (controls
by others). Requires low-profile ballasts and battery packs. 

MOUNTING OPTIONS: Standard with mounting clips to the wall and
not visible from normal viewing angles once installed. One mounting clip
is provided for every 16” inches of luminaire for a secure connection to
the wall. Luminaire is snapped into place on the mounting clips and
secured using locking screws.

LENGTHS: Modular section lengths of 2’, 3’, 4’, and 8’ section lengths
can be combined to make longer runs. Contact factory for additional
lengths.

S17-VCF: P--1 T8-Open-96W
Distribution: 48% Up / 52% Down
Efficiency: 71.6%
Peak Candela Value: 483@ 175˚
LSI Report: 23967

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 471 471 471 471 471
5 471 467 468 469 474 23

15 454 449 462 452 470 64
25 419 355 392 428 337 89
35 369 228 295 362 186 91
45 307 143 173 278 119 78
55 235 127 113 180 116 66
65 155 107 95 80 116 52
75 74 87 67 51 115 40
85 4 93 62 20 120 33
90 0 98 66 22 123
95 1 99 67 24 126 35

105 67 99 78 52 122 43
115 149 118 101 65 117 52
125 231 133 113 138 117 62
135 306 137 139 237 115 70
145 371 182 240 320 127 77
155 422 302 342 387 237 78
165 458 398 415 446 374 59
175 476 466 468 471 483 22
180 478 478 478 478 478

350

700

350

700

1

1
Integrated Sensors
Optional integrated
Occupancy Sensors and 
bi-level switching
functionally delivers 
energy savings.

Refer to the Finelite website for additional photometry and product information.
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Project: Finelite, Inc.

Location: Union City, CA

Architect: DES Architects + Engineers, Inc.

Product: Series 17-VCF

Series17 vertical Curved Fascia (VCF)

Finelite Series 17
Shape (VCF)
Fascia (PF perforated, SF solid)
Run length (2', 3', 4', 8' multiple standard)
Lamp type (T8, T5 or T5HO)
Circuiting (SC-single circuit)
Uplight lens options (00 Open, UCL Clear, UDW Diffuse White)
Downlight lens options (00 Open, DCL Clear, DDW Diffuse White)
Voltage (120, 277)
Occupancy Sensor (00 None, OCO Occupancy Sensor only, OCB Occupancy Sensor with bi-level switching ballast)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

Ordering Guide

S17 - VCF - PF - 32' - T5HO - SC - UCL - DCL - 277 - OCB - .88
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Series 16 is a timeless shape elevated by advanced optical systems,

allowing this luminaire to meet the challenging requirements of today’s

sustainable lighting designs. Projects with low ceilings, those requiring

high-performance classrooms, and even those focused on exceeding the

most advanced energy codes will achieve their goals with Series 16.

Series16



W W W . F I N E L I T E . C O M      151

Project: Skype North American HQ

Location: Palo Alto, CA

Architect: Design Blitz SF

Product: Series 16

Representative: Associated Lighting Representatives  
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Dimensions / Lamping

7.6"

1.9"

4" T8

T5 / T5HO

Feature Spotlight

Specifications
CONSTRUCTION: Body is 20-gauge die-formed steel with 18-gauge
die-formed internal joiner system, plug-together wiring standard. All
components are hard-tooled to tolerances of 0.010".

FINISHES: Finelite Signal White standard. Optional Adders: 185 colors
available from Tiger Drylac’s RAL color chart.

REFLECTORS: (91W) Die-formed pre-painted aluminum, 91% reflective
white. Optional: (EP) Extended performance reflector system (1T5HO
only). (WSO) Wide Spread Optic for 1T8 or 1T5HO. Optional Dust
Cover for T8 lamps only. Contact factory.

UPLIGHT OPTICAL OPTIONS: Open: No optical control. CCO:
Controlled Center Optics, covers center lamp, 100% downlight (center
only). STO: Soft Top Optic, 0.063" perforations cover the top surface.
TDO: Totally Direct Optic, solid top above lamps, 0/100.

Series16 

S16: 1 T5HO-WCB-WSO
Distribution: 75% Up / 25% Down
Efficiency: 95.1%
Peak Candela Value: 1100@ 115˚
LSI Report: 21569

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

0 534 534 534 534 534
5 521 522 528 530 530 50

15 456 463 483 503 513 135
25 365 375 410 452 477 190
35 261 275 323 383 424 206
45 170 178 227 298 350 186
55 121 125 140 207 266 149
65 80 81 89 118 164 102
75 46 45 48 55 58 54
85 14 14 16 17 18 18
90 0 0 0 0 0
95 20 218 96 53 47 159

105 98 362 820 1037 1029 680
115 199 342 660 939 1100 646
125 293 364 571 770 843 511
135 375 415 525 655 707 414
145 443 463 518 585 615 329
155 498 503 530 559 571 246
165 534 533 539 550 555 153
175 553 547 547 549 550 53
180 549 549 549 549 549

S16: 2 T8-DCO-91W-Open
Distribution: 72% Up / 28% Down
Efficiency: 89.7%
Peak Candela Value: 1094@ 165˚
LSI Report: 29710

480

960

960

480

1000

500

500

1000

SHIELDING OPTIONS: DCO: Diffuse Center Optic, 73% transmissive,
99% diffusion. WCB: White Cross Blade baffle, 87 cell baffles spaced
0.5" apart and finished with 96% reflective white paint. SSL semi-
specular louver, 44 cell louvers spaced 1.0" apart.

ELECTRICAL: 120 or 277V prewired. Fixture and electrical components
are UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders:
Low-profile 347V ballast, prewired dual circuit, emergency circuits, low-
profile emergency battery packs. Contact factory.

BALLAST: Electronic instant-start ballast <10% THD, .88 BF standard for
T8 lamps.  Electronic rapid-start ballasts <10% THD, 1.0 BF standard for
T5/T5HO lamps.  Optional adders: rapid-start ballasts (standard for
T5/T5HO), 347V, emergency battery packs, dimming ballasts (controls
by others). Requires low-profile ballasts and battery packs. 

MOUNTING OPTIONS: (FA) fully Adjustable aircraft cable standard
with safety stop in lengths up to 150". Mounting connects to fixture with
factory-installed curved balancer, which allows for side-to-side fixture
leveling and locks it into place. Note: Curved balancer assembly is 4"
above top of fixture. Optional (AC) semi-adjustable aircraft cable (±
0.5") in lengths of 12", 15", 18", 21", 24", 27", 30", and 36".

LENGTHS: 4' and 8' section lengths can be combined to make longer
runs. Contact factory for additional lengths. Optional Extended Endcap
(EE) add 2.5" to each end.

S16: 2 T8-WCB-91W-Open
Distribution: 68% Up / 32% Down
Efficiency: 87.5%
Peak Candela Value: 888@ 165˚
LSI Report: 21524

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 776 776 776 776 776
5 760 759 759 751 747 72

15 669 651 654 663 669 185
25 539 523 547 590 615 257
35 395 393 442 520 572 287
45 268 276 332 445 547 282
55 186 190 219 374 551 257
65 119 121 137 230 429 189
75 63 64 72 99 188 97
85 16 19 23 29 37 28
90 0 0 0 0 0
95 41 94 92 82 79 102

105 188 307 409 414 415 374
115 354 461 598 694 717 561
125 516 601 713 779 801 615
135 659 721 797 838 841 599
145 764 801 843 874 876 522
155 836 859 872 883 885 401
165 877 883 891 888 888 251
175 889 880 883 886 888 86
180 881 881 881 881 881

400

800

400

800

1, 2 or 3

1, 2 or 3

Low Ceiling Solution
Wide Spread Optics
makes Series 16 an
excellent luminaire for 
low ceilings.

CCO STO TDO

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 547 547 547 547 547
5 545 543 544 546 543 52

15 525 523 524 527 524 148
25 486 484 487 495 493 225
35 428 427 436 442 442 272
45 358 360 368 373 373 282
55 278 283 285 286 285 253
65 197 196 195 194 193 193
75 119 108 107 106 104 114
85 30 29 27 26 25 32
90 0 0 0 0 0
95 37 104 104 97 94 112

105 200 328 459 464 463 414
115 383 514 633 750 783 609
125 562 673 781 851 882 677
135 726 798 910 967 990 681
145 864 906 996 1052 1070 612
155 973 991 1045 1083 1093 478
165 1048 1051 1073 1085 1094 302
175 1088 1080 1085 1082 1084 105
180 1084 1084 1084 1084 1084

Refer to the Finelite website for additional photometry and product information.
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Series16

Project: Pivot Interiors

Location: Pleasanton, CA

Architect: Huntsman Architectural Group

Product: Series 16

Representative: Associated Lighting Representatives  

Finelite Series 16
Shielding (DCO, WCB, SSL)
Run length (4', 8'�multiples standard)
Number of lamps in cross section (1, 2, 3 T8, T5, or T5HO)
Circuiting (SC-single circuit, DC-dual circuit, CRD-center row dimming)
Reflector system (91W, EP, WSO)
Uplight optical controls (Open, CCO, STO, TDO)
Voltage (120, 277, 347V)
Mounting (FA/AC)
Endcap FE (flat), EE (extended)
Ceiling type (C1-1" T-bar, C2-9/16" T-bar, C3-Slot Grid, C4-Hard Ceiling)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

Ordering Guide

S16 - WCB - 32' - 2T8 - SC - 91W - OPEN - 277 - FA - FE - C1 - .88

Shielding Options

White Cross Blade (WCB)
Optional Extended Endcap (EE)

Semi Specular Louver (SSL)

Diffuse Center Optic (DCO)
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CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 646 646 646 646 646
5 643 639 638 631 626 61

15 607 590 579 570 566 163
25 540 513 506 518 522 238
35 450 423 448 484 501 286
45 326 324 395 459 494 306
55 160 196 324 435 490 284
65 34 56 157 319 392 185
75 6 11 27 100 188 66
85 0 4 7 12 29 12
90 0 0 0 0 0
95 25 94 94 85 83 100

105 130 281 425 438 442 372
115 265 403 559 670 705 522
125 406 515 664 755 785 565
135 537 619 737 827 856 555
145 652 709 789 854 876 488
155 745 775 825 865 879 378
165 809 817 842 862 869 237
175 842 834 839 844 846 82
180 838 838 838 838 838

Dimensions / Lamping

8"

2.25"
T8

T5 / T5HO

Feature Spotlight

Specifications

CONSTRUCTION: Body is 20-gauge die-formed steel with 18-gauge
die-formed internal joiner system, plug-together wiring standard. All
components are hard-tooled to tolerances of 0.010".

FINISHES: Finelite Signal White standard. Optional Adders: 185 colors
available from Tiger Drylac’s RAL color chart.

REFLECTORS: (91W) Die-formed pre-painted aluminum, 91% reflective
white. Optional: (EP) Extended performance reflector system (1T5HO
only). Optional Dust Cover for T8 lamps only. Contact factory.

SHIELDLING OPTIONS: DCO: Diffuse Center Optic, 73% transmissive,
99% diffusion. WCB: White Cross Blade baffle, 87 cell baffles spaced
0.5" apart and finished with 96% reflective white paint. SSL semi-
specular louver, 44 cell louvers spaced 1.0" apart. 

ELECTRICAL: 120 or 277V prewired. Fixture and electrical components
are UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders:
Low profile 347V ballast, prewired dual circuit, emergency circuits, 
low-profile emergency battery packs. Contact factory.

Series16 WM 

S16WM: 1 T8-SSL-91W-Open
Distribution: 67% Up / 33% Down
Efficiency: 87.4%
Peak Candela Value: 447@ 135˚
LSI Report: 21792

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

0 300 300 300 300 300
5 299 299 301 299 298 29

15 282 284 293 298 300 82
25 250 257 279 300 308 129
35 206 222 266 307 325 166
45 146 178 248 300 318 183
55 70 111 185 226 247 151
65 15 30 73 133 158 82
75 4 5 12 51 97 32
85 1 0 1 3 12 4
90 0 0 0 0 0
95 11 69 70 61 60 70

105 58 165 266 304 310 235
115 117 209 319 383 404 290
125 179 252 351 418 438 297
135 237 292 370 429 447 276
145 288 325 380 424 439 234
155 329 349 382 410 419 175
165 358 363 378 392 396 107
175 372 370 371 373 374 36
180 371 371 371 371 371

S16WM: 2 T8-SSL-91W-Open
Distribution: 67% Up / 33% Down
Efficiency: 83.0%
Peak Candela Value: 879@ 155˚
LSI Report: 21797

200

400

200

400

800

400

400

800

LAMPING: Available in 1, 2, or 3 T8, T5, or T5HO lamp cross sections.

BALLAST: Electronic instant-start ballast <10% THD, .88 BF standard for
T8 lamps.  Electronic rapid-start ballasts <10% THD, 1.0 BF standard for
T5/T5HO lamps. Optional adders: rapid-start ballasts (standard for
T5/T5HO), 347V, emergency battery packs, dimming ballasts (controls
by others). Requires low-profile ballasts and battery packs. 

MOUNTING OPTIONS: Standard mount is hidden bracket. Brackets
constructed of 14-gauge steel and mount to luminaire using #10 screws.
Two brackets are provided for every luminaire section. A leveling screw
is included to ensure luminaire is perpendicular to vertical surface.

LENGTHS: 4' and 8' section lengths can be combined to make longer
runs. Contact factory for additional lengths.

S16WM: 1   T5HO-SSL-91W-Open
Distribution: 83% Up / 17% Down
Efficiency: 97.5%
Peak Candela Value: 910@ 135˚
LSI Report: 21802

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 320 320 320 320 320
5 319 319 320 319 317 31

15 303 303 308 308 307 86
25 274 274 280 285 286 129
35 235 236 243 253 259 153
45 177 183 200 211 221 152
55 93 107 140 158 172 119
65 20 28 58 90 106 60
75 8 6 8 23 38 17
85 4 0 0 1 5 2
90 0 0 0 0 0
95 20 134 77 50 41 107

105 143 372 555 601 597 481
115 293 452 679 822 868 624
125 441 550 722 858 907 627
135 573 647 768 870 910 584
145 686 733 810 880 908 504
155 775 797 840 882 900 387
165 836 840 857 877 886 243
175 867 861 860 864 867 84
180 864 864 864 864 864

400

800

400

800

1, 2 or 3

1, 2 or 3
Wall Bracket
Robust wall brackets 
make series 16 WM 
easy to install.

Refer to the Finelite website for additional photometry and product information.
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Finelite Series 16 WM
Shielding (DCO, WCB, SSL)
Run length (4', 8'�multiples standard)
Number of lamps in cross section (1, 2, 3 T8, T5 or T5HO)
Circuiting (SC-single circuit, DC-dual circuit)
Reflector system (91W, EP, WSO)
Voltage (120, 277, 347V)
Endcap FE (flat)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

Ordering Guide

S16 WM - WCB - 32’ - 2T8 - SC - 91W - 277 - FE - .88

Series16 WM

Project: Pivot Interiors

Location: Pleasanton, CA

Architect: Huntsman Architectural Group

Product: Series 16WM, PLS Undercabinet

Representative: Associated Lighting Representatives  

Shielding Options

White Cross Blade (WCB)

Semi Specular Louver (SSL)

Diffuse Center Optic (DCO)
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Low ceiling applications can be illuminated with quality indirect lighting

solutions such as Series 15.  This innovative luminaire uses a double-

diffusing optical design and highly reflective components to distribute 

light at optimal angles for low ceiling environments. Series 15 can be

suspended, ceiling mounted, or even wall mounted for a unique effect.

Series15
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Project: ING Direct 

Location: Wilmington, DE

Architect: Mitchell Associates

Product: Series 15

Representative: Diversified Lighting Associates
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CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 168 168 168 168 168
5 166 167 167 167 167 16

15 159 160 161 161 163 45
25 144 146 149 152 153 68
35 122 126 131 134 134 81
45 95 98 105 108 108 79
55 63 67 74 76 79 64
65 31 34 40 44 45 39
75 10 14 18 22 23 19
85 1 4 13 22 26 20
90 0 18 50 64 75
95 19 131 225 274 298 202

105 67 212 367 476 514 347
115 121 194 351 459 493 324
125 170 207 289 386 419 264
135 212 232 276 320 340 214
145 244 257 282 303 312 176
155 270 274 287 298 304 132
165 286 287 292 294 296 82
175 294 293 294 292 293 28
180 293 293 293 293 293

Dimensions / Lamping

12"

3.5" T8

T5 / T5HO

Feature Spotlight

Specifications
CONSTRUCTION: Body is 18-gauge die-formed steel. Die-formed
0.062" perforations cover the surface of the steel downlight shielding. All
components are hard-tooled to tolerances of 0.010".

FINISHES: Finelite Brite White Standard, 96% reflective.

REFLECTORS: (96W) Standard—96W painted high-reflectance
reflectors. 

OPTICAL SYSTEM: Finelite innovation Series 15 open cavity double
diffuser optical system with 96% reflective white paint. This product uses
patented Constructive Occlusion® technology.

ELECTRICAL: 120 or 277V prewired. Fixture and electrical components
are UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders:
347V prewired, dual circuit, emergency circuits, emergency battery
packs. Contact factory on Dual Circuit (DC) for 2' and 3' lengths.

Series15 

S15: 1 T5HO
Distribution: 75% Up / 25% Down
Efficiency: 81.9%
Peak Candela Value: 732@ 105˚
LSI Report: 18033

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

0 371 371 371 371 371
5 369 370 370 370 370 36

15 348 349 353 355 354 99
25 309 313 317 324 324 146
35 258 265 272 279 279 169
45 197 202 214 218 222 162
55 129 136 149 156 157 130
65 69 75 87 93 95 84
75 29 33 42 47 48 44
85 3 11 33 47 76 50
90 1 41 149 162 225
95 24 209 493 651 668 401

105 100 338 480 653 732 498
115 181 333 531 604 641 468
125 257 329 486 600 629 416
135 320 356 447 530 560 344
145 369 389 435 480 502 273
155 405 412 435 454 464 201
165 428 429 437 442 444 124
175 442 438 439 437 436 42
180 439 439 439 439 439

S15: 1 T8
Distribution: 80% Up / 20% Down
Efficiency: 73.4%
Peak Candela Value: 514@ 105˚
LSI Report: 18056

200

600

400

800

LAMPING: Available in 1 or 2 T8, T5, or T5HO cross sections.

BALLAST: Electronic instant-start ballast <10% THD, .88 BF standard for
T8 lamps.  Electronic rapid-start ballasts <10% THD, 1.0 BF standard for
T5/T5HO lamps. Optional adders: rapid-start ballasts (standard for
T5/T5HO), 347V, emergency battery packs, dimming ballasts (controls
by others). Requires low-profile ballasts and battery packs. 

MOUNTING OPTIONS: Standard pendant mounting is fully adjustable
aircraft cable (FA), adjusts suspension from 3" to 150". Optional Adders:
adjustable aircraft cable (AC) lengths from 51" to 150"; stem mount (SS)
3" metal stem; surface mount (SUR) flush to ceiling. Additional stem
lengths available for hard ceilings only. Contact factory.

LENGTHS: 4' and 8' section lengths can be combined to make longer
runs. Contact factory for 2' and 3' lengths.

S15: 2 T8
Distribution: 78% Up / 22% Down
Efficiency: 71.2%
Peak Candela Value: 838@ 125˚
LSI Report: 18057

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 382 382 382 382 382
5 378 379 379 380 381 37

15 361 363 366 367 369 103
25 326 330 335 340 342 154
35 277 284 292 299 299 181
45 213 220 233 240 244 177
55 139 149 164 173 177 144
65 68 76 95 101 106 89
75 21 30 41 46 50 42
85 2 9 24 44 52 36
90 0 33 80 99 116
95 28 186 291 357 387 276

105 123 365 570 705 749 532
115 232 395 647 788 826 583
125 336 442 628 786 838 547
135 423 495 623 733 776 474
145 495 538 628 693 722 387
155 548 567 619 661 680 285
165 584 589 609 625 633 172
175 603 602 604 601 603 58
180 603 603 603 603 603

400

800

1or 2

1 or 2

U.S. Patent No. 7284883
U.S. Patent No. 7048416

Low Ceiling Solution
Patented optical designs
allow this luminaire to be
suspended just 3" from 
the ceiling.

Refer to the Finelite website for additional photometry and product information.
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Project: Christopher Dock Mennonite High School

Location: Lansdale, PA

Architect: Lederach Associates

Product: Series 15

Representative: Diversified Lighting Associates 

Series15

Finelite Series 15 
Run length (2', 3', 4', 8' multiples standard)
Number of lamps in cross section (1, 2, T8, T5 or T5HO)
Circuiting (SC-single circuit, DC-dual circuit)
Voltage (120, 277, 347V)
Mounting (FA/SS/SUR)
Ceiling type (C1-1" T-bar, C2-9/16" T-bar, C3-Slot Grid, C4-Hard Ceiling)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

Ordering Guide

S15 - 32' - 1T5HO - SC - 277 - FA - C1 - .88
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Dimensions / Lamping

12"

3.5"

T8

T5 / T5HO

Feature Spotlight

Specifications
CONSTRUCTION: Body is 18-gauge die-formed steel. All components
are hard-tooled to tolerances of 0.010". Die-formed 0.062" perforations
cover the surface of the steel downlight shielding.

FINISHES: Finelite Brite White Standard, 96% reflective.

REFLECTORS: (96W) Standard—96W painted high reflectance
reflectors. 

OPTICAL SYSTEM: Finelite innovation Series 15 open cavity double
diffuser optical system with 96% reflective white paint. This product uses
patented Constructive Occlusion® technology.

ELECTRICAL: 120 or 277V prewired. Fixture and electrical components
are UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders:
347V prewired, dual circuit, emergency circuits, emergency battery
packs. Contact factory on Dual Circuit (DC) for 2' and 3' lengths.

LAMPING: Available in 1 or 2 T8, T5, or T5HO cross sections.

Series15 WM 

S15: 1 T5HO
Distribution: 75% Up / 25% Down
Efficiency: 81.9%
Peak Candela Value: 732@ 105˚
LSI Report: 18033

S15: 1 T8
Distribution: 80% Up / 20% Down
Efficiency: 73.4%
Peak Candela Value: 514@ 105˚
LSI Report: 18056

200

600

400

800

ELECTRICAL: 120 or 277V prewired. Fixture and electrical components
are UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders:
347V prewired, dual circuit, emergency circuits, emergency battery
packs.

BALLAST: Electronic instant-start ballast <10% THD, .88 BF standard for
T8 lamps.  Electronic rapid-start ballasts <10% THD, 1.0 BF standard for
T5/T5HO lamps. Optional adders: rapid-start ballasts (standard for
T5/T5HO), 347V, emergency battery packs, dimming ballasts (controls
by others). Requires low-profile ballasts and battery packs. 

MOUNTING OPTIONS: Standard mounting (WM) for Wall Mount is
flush to wall with no visible hardware. Optional: J-box feed when J-box
is directly behind fixture. Contact factory.

LENGTHS: 4' and 8' section lengths can be combined to make longer
runs. Contact factory for 2' and 3' lengths.

S15: 2 T8
Distribution: 78% Up / 22% Down
Efficiency: 71.2%
Peak Candela Value: 838@ 125˚
LSI Report: 18057

400

800

1or 2

1 or 2 Refined Detailing
Clean, finished details and
comfortable brightness
make S15 an ideal wall
mount unit.

U.S. Patent No. 7284883
U.S. Patent No. 7048416

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 168 168 168 168 168
5 166 167 167 167 167 16

15 159 160 161 161 163 45
25 144 146 149 152 153 68
35 122 126 131 134 134 81
45 95 98 105 108 108 79
55 63 67 74 76 79 64
65 31 34 40 44 45 39
75 10 14 18 22 23 19
85 1 4 13 22 26 20
90 0 18 50 64 75
95 19 131 225 274 298 202

105 67 212 367 476 514 347
115 121 194 351 459 493 324
125 170 207 289 386 419 264
135 212 232 276 320 340 214
145 244 257 282 303 312 176
155 270 274 287 298 304 132
165 286 287 292 294 296 82
175 294 293 294 292 293 28
180 293 293 293 293 293

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 382 382 382 382 382
5 378 379 379 380 381 37

15 361 363 366 367 369 103
25 326 330 335 340 342 154
35 277 284 292 299 299 181
45 213 220 233 240 244 177
55 139 149 164 173 177 144
65 68 76 95 101 106 89
75 21 30 41 46 50 42
85 2 9 24 44 52 36
90 0 33 80 99 116
95 28 186 291 357 387 276

105 123 365 570 705 749 532
115 232 395 647 788 826 583
125 336 442 628 786 838 547
135 423 495 623 733 776 474
145 495 538 628 693 722 387
155 548 567 619 661 680 285
165 584 589 609 625 633 172
175 603 602 604 601 603 58
180 603 603 603 603 603

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

0 371 371 371 371 371
5 369 370 370 370 370 36

15 348 349 353 355 354 99
25 309 313 317 324 324 146
35 258 265 272 279 279 169
45 197 202 214 218 222 162
55 129 136 149 156 157 130
65 69 75 87 93 95 84
75 29 33 42 47 48 44
85 3 11 33 47 76 50
90 1 41 149 162 225
95 24 209 493 651 668 401

105 100 338 480 653 732 498
115 181 333 531 604 641 468
125 257 329 486 600 629 416
135 320 356 447 530 560 344
145 369 389 435 480 502 273
155 405 412 435 454 464 201
165 428 429 437 442 444 124
175 442 438 439 437 436 42
180 439 439 439 439 439

Refer to the Finelite website for additional photometry and product information.
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Project: SHI

Location: Somerset, NJ

Architect: Cornerstone Architectural Group. LLC

Product: Series 15

Representative: Liberty Lighting

Finelite Series 15 WM
Run length (2', 3', 4', 8'�multiples standard)
Number of lamps in cross section (1, 2, T8, T5, or T5HO)
Circuiting (SC-single circuit, DC-dual circuit)
Voltage (120, 277, 347V)
Mounting (WM)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

Ordering Guide

S15 WM – 32'�– 1T5HO – SC – 277 – WM - .88

Series15 WM
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Series 14 blends optical performance and aesthetics with affordability 

to result in a uniquely beautiful luminaire. The appealing rectilinear form

of Series 14 is supported by a powerful optical system that can enable

the luminaire to be suspended just 12 inches from the ceiling, resulting 

in amazing lighting.

Series14
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Project: DE Trading 

Location: Glenview, IL

Architect: Whitney, Inc.

Product: Series 14

Representative: Lighting Solutions of Illinois
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Dimensions / Lamping

8"

2"
T8

T5 / T5HO

Feature Spotlight

Specifications

CONSTRUCTION: Body is 18-gauge die-formed steel with 18-gauge
die-formed internal joiner system, plug-together wiring. All components
are hard-tooled to tolerances of 0.010".

FINISHES: Finelite Signal White standard. Optional Adders: 185 colors
available from Tiger Drylac’s RAL color chart.

REFLECTORS: (AA) Standard—Anodized aluminum diffuse high-
reflectance reflectors. Optional (EP) fully specular side reflectors, (WSO)
wide-spread optic system for 1 T5HO. Optional Dust Cover for T8 lamps
only. Contact factory. NOTE: Contact factory when using emergency
battery packs, 347V, or dimming ballasts with WSO reflectors.

SHIELDING OPTIONS: DCO: Diffuse Center Optic, 73% transmissive,
99% diffusion.WCB: White Cross Blade Baffle. CS: Concave Shield,
Square Perforations. CP: Concave Shield, Round Perforations. Mirrors
at each end of the shield give the illusion of a continuous optic. 

ELECTRICAL: 120 or 277V prewired. Fixture and electrical components
are UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders:
347V prewired, dual circuit, emergency circuits, emergency battery packs.

Series14 

S14: 1 T5HO-WCB-EP
Distribution: 80% Up / 20% Down
Efficiency: 93.8%
Peak Candela Value: 924@ 115˚
LSI Report: 17607

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

0 411 411 411 411 411
5 405 405 405 406 409 39

15 356 360 370 384 395 105
25 289 295 317 346 364 147
35 213 224 254 296 326 162
45 135 145 182 231 271 147
55 93 98 114 163 204 117
65 60 63 72 91 112 77
75 31 35 38 42 41 40
85 7 8 11 12 12 11
90 0 0 0 0 0
95 22 70 6 4 4 65

105 127 318 542 546 532 442
115 264 435 650 870 924 622
125 403 502 672 813 877 591
135 527 590 715 816 849 542
145 631 676 738 806 835 462
155 712 736 767 797 810 353
165 767 780 787 796 802 222
175 794 801 796 793 796 77
180 797 797 797 797 797

S14: 2 T8-DCO-AA
Efficiency: 84.3%
Peak Candela Value: 1189@ 175˚
LSI Report: 29708

520

1040

1040

520

800

400

400

800

LAMPING: 1 or 2 T8 or 1, 2, or 3 lamp T5 or T5HO cross sections. 1
T8 lamp is on angle. UV stabilized lamp diffuser standard for T5HO
lamps - 0.100 acrylic. Also available without diffuser (open).

BALLAST: Electronic instant-start ballast <10% THD, .88 BF standard for
T8 lamps.  Electronic rapid-start ballasts <10% THD, 1.0 BF standard for
T5/T5HO lamps. Optional adders: rapid-start ballasts (standard for
T5/T5HO), 347V, emergency battery packs, dimming ballasts (controls
by others). Requires low-profile ballasts and battery packs. 

MOUNTING OPTIONS: Semi-adjustable aircraft cable, (AC) ± 0.5"
in lengths of 12", 15", 18", 21", 24", 27", 30", and 36". Order length,
e.g., AC 18". Optional Adders: fully adjustable aircraft cable (FA) in
lengths up to 150".

LENGTHS: 4' and 8' section lengths can be combined to make longer
runs. Contact factory for additional lengths. Standard Extended Endcap
(EE) adds 2.5" at each end. Optional Flat Endcap (FE) adds 0.1" to 
each end.

S14: 2 T8-WCB-AA
Distribution: 69% Up / 31% Down
Efficiency: 79.5%
Peak Candela Value: 1048@ 180˚
LSI Report: 17582

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 701 701 701 701 701
5 688 693 697 700 704 67

15 609 623 629 640 650 177
25 494 504 520 551 570 242
35 368 379 408 465 504 263
45 247 258 302 388 459 252
55 170 175 203 324 423 222
65 109 112 127 177 249 148
75 57 60 66 81 112 77
85 12 16 17 20 20 21
90 0 0 0 0 0
95 35 49 42 30 28 56

105 192 260 280 265 263 271
115 367 423 516 536 536 473
125 547 577 638 702 741 573
135 714 734 752 760 759 576
145 849 861 855 856 839 532
155 955 953 944 929 922 433
165 1021 1022 1007 995 990 284
175 1047 1052 1047 1039 1037 101
180 1048 1048 1048 1048 1048

1000

1000

500

500

1 or 2

1, 2 or 3 
Unique Optical Effect
Mirrors at the ends of
the concave shield 
create the illusion of a
continuous optic.

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 532 532 532 532 532
5 530 528 528 531 528 51

15 509 508 507 509 507 143
25 468 467 469 475 474 216
35 410 409 416 419 419 259
45 338 342 346 349 349 265
55 259 263 264 264 263 235
65 181 180 177 176 176 176
75 109 97 95 94 94 102
85 26 24 22 22 22 27
90 0 0 0 0 0
95 50 76 74 66 65 83

105 223 318 335 327 325 328
115 409 472 593 606 606 535
125 594 636 715 793 818 636
135 770 796 834 877 895 644
145 926 933 966 977 983 598
155 1052 1045 1069 1079 1078 490
165 1141 1133 1135 1137 1141 320
175 1189 1181 1182 1176 1177 114
180 1187 1187 1187 1187 1187

Refer to the Finelite website for additional photometry and product information.
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Series14

Project: Finelite Vignette

Product: Series 14 

Finelite Series 14
Shielding (DCO, WCB, CS, CP)
Run length (4', 8'�multiples standard)
Number of lamps in cross section (1, 2, T8 or 1, 2, 3 T5 or T5HO)
Circuiting (SC-single circuit, DC-dual circuit)
Reflector system (AA, EP, WSO)
Voltage (120, 277, 347V)
Mounting (AC/FA)
Endcap FE (flat), EE (extended)
Ceiling Type (C1-1" T-bar, C2-9/16" T-bar, C3-Slot Grid, C4-Hard Ceiling)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

Ordering Guide

S14 - WCB - 32' - 1T8 - SC - AA - 277 - AC 18" - EE - C1 - .88

Concave Shield, 
Round Perforations (CP)

Shielding Options

Diffuse Center Optic (DCO)

Concave Shield,
Square Perforations (CS)

White Cross Blade (WCB)
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Dimensions / Lamping

8"

2"

T8

T5 / T5HO

Feature Spotlight

Specifications
CONSTRUCTION: Body is 18-gauge die-formed steel with 18-gauge
die-formed internal joiner system, plug-together wiring. All components
are hard-tooled to tolerances of 0.010".

FINISHES: Finelite Signal White standard. Optional Adders: 185 colors
available from Tiger Drylac’s RAL color chart.

REFLECTORS: (AA) Standard—Anodized aluminum diffuse high-
reflectance reflectors. Optional (EP) fully specular side reflectors, (WSO)
wide-spread optic system for 1 T5HO. Optional Dust Cover for T8 lamps
only. Contact factory.�NOTE: Contact factory when using emergency
battery packs, 347V, or dimming ballasts with WSO reflectors.

SHIELDING OPTIONS: DCO: Diffuse Center Optic, 73% transmissive,
99% diffusion. WCB: White Cross Blade Baffle. CS: Concave Shield,
Square Perforations. CP: Concave Shield, Round Perforations. Mirrors
at each end of the shield give the illusion of a continuous optic.

ELECTRICAL: 120 or 277V prewired. Fixture and electrical components
are UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders
347V prewired, dual circuit, emergency circuits, emergency battery packs.

Series14 WM 

S14WM: 1 T5HO-WCB-EP
Distribution: 81% Up / 19% Down
Efficiency: 89.3%
Peak Candela Value: 1037@ 115˚
LSI Report: 17991

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

0 370 370 370 370 370
5 361 363 365 369 368 18

15 317 323 330 352 356 47
25 256 264 280 316 330 66
35 186 199 222 270 292 72
45 119 128 156 210 241 65
55 80 87 97 147 176 51
65 51 57 61 83 98 34
75 26 31 33 40 34 18
85 4 8 7 12 9 5
90 0 0 0 0 0
95 21 113 0 0 0 45

105 128 340 673 810 748 283
115 273 458 676 930 1037 336
125 422 549 708 832 911 310
135 559 655 764 868 894 291
145 677 765 817 889 904 255
155 771 827 864 906 913 198
165 834 869 892 910 911 125
175 865 879 881 884 883 43
180 870 870 870 870 870

S14WM: 1 T8-WCB-EP
Distribution: 71% Up / 29% Down
Efficiency: 82.7%
Peak Candela Value: 511@ 115˚
LSI Report: 17993

400

400

200

200

1000

1000

500

500

ELECTRICAL: 120 or 277V prewired. Fixture and electrical components
are UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders
347V prewired, dual circuit, emergency circuits, emergency battery packs.

LAMPING: 1 or 2 T8 or 1, 2 or 3 lamp T5 or T5HO cross sections. 
1 T8 lamp is on angle. UV-stabilized lamp diffuser standard for T5HO
lamps - 0.100 acrylic. Also available without diffuser (open).

BALLAST: Electronic instant start-ballast <10% THD, .88 BF standard for
T8 lamps.  Electronic rapid-start-ballasts <10% THD, 1.0 BF standard for
T5/T5HO lamps. Optional adders: rapid-start ballasts (standard for
T5/T5HO), 347V, emergency battery packs, dimming ballasts (controls
by others). Requires low-profile ballasts and battery packs.

MOUNTING OPTIONS: Nickel plated mounting cleat holding aircraft
cable gripper assembly is secured to wall. Steel standoffs painted to
match the fixture are positioned at 4' intervals (runs) to hold the fixture
0.25" from the wall.

LENGTHS: 4' and 8' section lengths can be combined to make longer
runs. Contact factory for additional lengths. Standard Extended Endcap (EE)
adds 2.5" at each end. Optional Flat Endcap (FE) adds 0.1" to each end.

S14WM: 2 T8-WCB-EP
Distribution: 68% Up / 32% Down
Efficiency: 84.8%
Peak Candela Value: 1023@ 135˚
LSI Report: 17994

1000

1000

500

500

1 or 2

1, 2 or 3 

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

0 331 331 331 331 331
5 325 328 329 335 336 16

15 286 298 310 332 340 44
25 231 248 273 317 336 64
35 172 192 224 287 315 74
45 115 128 164 239 269 70
55 79 87 98 173 199 56
65 50 56 60 100 133 38
75 26 31 31 47 68 21
85 5 9 7 14 10 6
90 0 0 0 0 0
95 20 71 35 54 34 32

105 98 187 300 358 321 135
115 185 248 365 477 511 176
125 272 319 380 444 477 170
135 352 380 404 426 425 154
145 408 427 427 436 425 133
155 448 453 450 449 441 104
165 470 470 468 465 459 66
175 475 475 474 472 470 23
180 474 474 474 474 474

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 792 792 792 792 792
5 774 779 779 787 782 37

15 682 684 685 713 715 97
25 552 550 562 618 644 133
35 411 414 439 528 582 146
45 271 277 322 441 551 141
55 188 190 208 366 495 123
65 119 121 128 196 283 81
75 61 64 64 88 127 41
85 13 15 10 21 16 9
90 0 0 0 0 0
95 36 73 48 61 48 40

105 189 362 374 400 366 187
115 366 542 691 766 740 313
125 540 678 845 959 994 362
135 699 782 909 999 1023 342
145 821 861 937 994 1001 290
155 909 918 943 969 974 218
165 963 965 960 958 954 136
175 983 983 983 984 979 48
180 987 987 987 987 987

Unique Mounting
System
Cable hung wall mount
feature creates a unique
visual effect.

Refer to the Finelite website for additional photometry and product information.
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Series14 WM

Finelite Series 14 WM
Shielding (DCO, WCB, CS, CP)
Run length (4', 8'�multiples standard)
Number of lamps in cross section (1, 2, T8 or 1, 2, 3 lamp T5 or T5HO)
Circuiting (SC-single circuit, DC-dual circuit)
Reflector system (AA, EP, WSO)
Voltage (120, 277, 347V)
Endcap FE (flat), EE (extended)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

Ordering Guide

S14 WM – WCB – 32'�– 1T8 – SC – AA – 277 – EE - .88

Project: Finelite Vignette

Product: Series 14 WM 

Round Perforated Concave Shield

Shielding Options

Diffuse Center Optic (DCO)

Concave Shield,
Square Perforations (CS)

White Cross Blade (WCB)
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The curved form has long been a popular indirect luminaire shape. The

simple, clean lines make this luminaire suitable for most any office or

school application. Series 12 is a complete family of products including

solid, perforated, and indirect/direct body styles and complementary

wall mount units to complete the project.

Series12
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Project: Synovate

Location: Chicago, IL

Architect: Whitney, Inc.

Product: Series 12-P

Representative: Lighting Solutions of Illinois
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CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 918 918 918 918 918
5 900 905 908 915 915 87

10 858 870 883 903 908
15 805 821 845 876 892 238
20 745 65 796 840 864
25 677 700 740 795 829 343
30 604 632 679 741 785
35 528 559 612 681 731 386
40 451 482 540 615 668
45 374 404 465 542 601 364
50 295 324 390 459 497
55 221 251 218 337 353 268
60 180 190 235 229 223
65 143 148 160 143 122 148
70 106 113 111 85 57
75 72 78 76 61 48 73
80 44 47 49 41 33
85 18 22 25 22 15 24
90 0 5 10 7 0

Dimensions / Lamping

9.0"

2.6"
T8

T5 / T5HO

Feature Spotlight

Specifications
CONSTRUCTION: Body is 20-gauge die-formed steel with 18-gauge
die-formed internal joiner system, plug-together wiring standard. All
components are hard-tooled to tolerances of 0.010".

FINISHES: Finelite Signal White standard. Optional Adders: 185 colors
available from Tiger Drylac’s RAL color chart.

REFLECTORS: Standard (91W) 91 White : Die-formed pre-painted
aluminum, 91% reflective white. Optional Extended Performance (EP)
reflector system for T5HO. (WSO) Wide Spread Optic system for 1
T5HO. Optional Dust Cover for T8 lamps only. Contact factory. 

UPLIGHT OPTICAL OPTIONS: Open: No uplight optical control.�CCO:
Controlled Center Optics, covers center lamp, 100% downlight (center
only); �STO: Soft Top Optics, 0.063" perforations cover the top
surface;�TDO: Totally Direct Optics, solid top above lamps, 0/100.

SHIELDING OPTIONS: DCO: Diffuse Center Optic, 73% transmissive,
99% diffusion. WCB: White Cross Blade Baffle, white cross blades with
curved bottoms, perforated, spaced approximately 1.8" apart; PLV -
Parabolic Louver, semi-specular louvers with straight edge, spaced
approximately 1.0" apart.

Series12-ID 

S12-ID: 1 T8-WCB-91W-Open
Distribution: 64% Up / 36% Down
Efficiency: 90.4%
Peak Candela Value: 430@ 135˚
LSI Report: 18409

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

0 336 336 336 336 336
5 330 332 333 336 337 32

15 300 306 322 342 350 91
25 257 271 305 348 371 143
35 208 230 283 353 396 183
45 157 182 253 343 390 199
55 109 131 195 217 234 159
65 74 83 95 97 110 93
75 40 43 44 51 57 50
85 10 12 14 16 15 16
90 0 6 6 6 2
95 20 65 75 75 67 76

105 93 169 252 278 286 230
115 167 229 317 381 405 298
125 234 279 356 405 422 306
135 285 319 375 419 430 284
145 325 348 383 410 417 237
155 351 363 382 395 398 175
165 365 371 375 378 379 106
175 366 369 368 367 366 36
180 366 366 366 366 366

S12-ID: 1 T8-WCB-91W-CCO 
Distribution: 0% Up / 100% Down
Efficiency: 64.4%
Peak Candela Value: 918@ 0˚
LSI Report: 18458

400

800

200

400

200

400

ELECTRICAL: 120 or 277V prewired. Fixture and electrical components
are UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders:
Low profile 347V ballast, prewired dual circuit, emergency circuits, low
profile emergency battery packs. Contact factory.

BALLAST: Electronic instant-start ballast <10% THD, .88 BF standard for
T8 lamps.  Electronic rapid-start ballasts <10% THD, 1.0 BF standard for
T5/T5HO lamps. Optional adders: rapid-start ballasts (standard for
T5/T5HO), 347V, emergency battery packs, dimming ballasts (controls
by others). Requires low-profile ballasts and battery packs. Contact
factory for multiple ballast factors in one luminaire. 

MOUNTING OPTIONS: Standard (FA) fully adjustable aircraft cable
with safety stop in lengths up to 150". Mounting connects to fixture with
factory-installed Level and Lock Assembly™, which allows side-to-side
fixture leveling and locks into place. NOTE: Curved balancer assembly™
is 3" above top of fixture. Optional (AC) semi-adjustable aircraft cable
(± 0.5") in lengths of 12", 15", 18", 21", 24", 27", 30", and 36".

LENGTHS: 4' and 8' section lengths can be combined to make longer
runs. Contact factory for additional lengths. Curved Endcap (CE) adds
5.0" to each end. 

S12-ID: 1 T8-DCO-91W-Open
Efficiency: 89.4%
Peak Candela Value: 527@ 175˚
LSI Report: 29703

240

480

480

240

1, 2 or 3

1, 2 or 3 

Perforated Curved
White Cross Blade
Beautiful curved white cross
blades lend a elegance to
this clean luminaire form.

CCO STO TDO

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 242 242 242 242 242
5 241 240 240 242 241 23

15 231 232 233 237 237 66
25 213 215 219 226 227 101
35 186 190 197 204 206 123
45 154 159 166 170 169 126
55 118 123 126 126 124 111
65 83 85 84 83 82 83
75 48 46 46 47 47 50
85 12 13 16 19 20 19
90 1 7 12 16 17
95 22 95 124 132 132 115

105 114 182 280 345 370 271
115 206 242 342 405 430 323
125 291 301 387 448 469 338
135 364 366 418 468 486 324
145 426 429 446 478 491 283
155 476 473 482 486 489 222
165 509 504 507 510 511 143
175 527 523 521 517 517 50
180 525 525 525 525 525

Refer to the Finelite website for additional photometry and product information.
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Series12-ID

Project: Finelite, Inc.

Location: Union City, CA

Architect: DES Architects + Engineers, Inc.

Product: Series 12-ID

Finelite Series 12-ID (Indirect/Direct)
Shielding (DCO, WCB, PLV)
Run length (4', 8' multiples standard)
Number of lamps in cross section (1, 2, 3, T8, T5 or T5HO)
Circuiting (SC-single circuit, DC-dual circuit, CRD-center row dimming)
Reflector system (91W, EP, WSO)
Uplight optical options (Open, CCO, STO, TDO)
Voltage (120, 277, 347V)
Mounting (AC/FA)
Endcap FE (flat), CE (curved)
Ceiling type (C1-1" T-bar, C2-9/16" T-bar, C3-Slot Grid, C4-Hard Ceiling)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

Ordering Guide

S12-ID - WCB - 32' - 2T8 – SC - 91W - OPEN - 277 - FA - FE - C1 - .88

Shielding Options

Diffuse Center Optic (DCO)

Parabolic Louver (PLV)

White Cross Blade (WCB)
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CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 108 108 108 108 108
5 108 108 108 107 105 10

15 100 101 104 107 106 29
25 86 90 93 96 94 43
35 68 74 76 81 80 48
45 47 54 58 65 65 45
55 27 35 42 50 51 37
65 14 20 27 36 38 27
75 6 10 15 23 25 17
85 1 5 8 13 14 9
90 0 2 6 8 10
95 37 149 162 192 170 171

105 208 302 480 565 580 458
115 397 445 592 733 771 582
125 579 602 690 784 826 624
135 746 754 802 861 884 624
145 878 884 901 937 951 571
155 990 992 989 1000 1008 460
165 1065 1067 1060 1059 1060 300
175 1100 1103 1095 1092 1093 104
180 1100 1100 1100 1100 1100

Dimensions / Lamping

9.0"

2.6"
T8

T5 / T5HO

Feature Spotlight

Specifications
CONSTRUCTION: Body is 20-gauge die-formed steel with 18-gauge
die-formed internal joiner system, plug-together wiring standard. All
components are hard-tooled to tolerances of 0.010". Precision-punched
0.093" diameter perforations cover the bottom side of the fixture in two
parallel columns.

FINISHES: Finelite Signal White standard. Optional Adders: 185 colors
available from Tiger Drylac’s RAL color chart.

REFLECTORS: Two reflector systems are available. Die-formed pre-
painted aluminum, (91W). Optional: Extended Performance Reflector
System (EP). T5 or T5HO lamps die-formed pre-painted aluminum,
(96W). (WSO) Wide Spread Optic system for 1 T5HO. Optional Dust
Cover for T8 lamps only. Contact factory. 

ELECTRICAL: 120 or 277V prewired. Fixture and electrical components
are UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders
347V prewired, dual circuit, emergency circuits, emergency battery packs.

Series12-P 

S12-P: 1 T5HO-WSO
Distribution: 98% Up / 2% Down
Efficiency: 87.7%
Peak Candela Value: 1379@ 115˚
LSI Report: 18561

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

0 19 19 19 19 19
5 19 20 20 19 19 2

15 19 18 18 19 20 5
25 18 17 17 17 17 8
35 15 15 16 16 16 10
45 12 12 14 14 16 11
55 9 10 12 14 15 11
65 6 8 11 13 14 10
75 4 6 10 12 12 10
85 2 3 7 9 11 7
90 0 6 5 10 8
95 29 243 191 155 120 226

105 121 462 995 1134 1173 810
115 225 430 874 1226 1379 821
125 319 456 713 991 1084 640
135 398 483 666 806 862 502
145 462 511 627 719 761 388
155 509 535 587 644 665 273
165 541 552 569 587 592 161
175 557 560 561 562 561 54
180 559 559 559 559 559

S12-P: 2 T8-91W 
Distribution: 94% Up / 6% Down
Efficiency: 74.3%
Peak Candela Value: 1100@ 180˚
LSI Report: 52606

400

1200

600

1200

LAMPING: Available in 2, 3, or 4 T8 lamp cross sections or 1, 2, or 3
T5 or T5HO. Contact factory for 1 T8 lamp cross section.

BALLAST: Electronic instant-start ballast <10% THD, .88 BF standard for
T8 lamps.  Electronic rapid-start ballasts <10% THD, 1.0 BF standard for
T5/T5HO lamps.  Optional adders: rapid-start ballasts (standard for
T5/T5HO), 347V, emergency battery packs, dimming ballasts (controls
by others). Requires low-profile ballasts and battery packs. 

MOUNTING OPTIONS: Semi-adjustable aircraft cable, (AC) ± 0.5"
in lengths of 12", 15", 18", 21", 24", 27", 30", and 36". Order length,
e.g., AC 18". Optional Adders: fully adjustable aircraft cable (FA) in
lengths up to 150". Rigid stems (Stem).

LENGTHS: 4', 8', and 12' section lengths can be combined to make
longer runs. Contact factory for additional lengths. Curved Endcap (CE)
adds 5.0" to each end.

S12-P: 2 T8-EP
Distribution: 96% Up / 4% Down
Efficiency: 78.8%
Peak Candela Value: 1167@ 145˚
LSI Report: 52611

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 68 68 68 68 68
5 69 69 69 68 66 6

15 63 64 68 69 68 19
25 55 58 61 62 61 27
35 43 48 49 52 51 31
45 31 35 38 42 41 29
55 18 23 28 33 33 24
65 10 13 18 24 24 18
75 4 7 11 15 16 11
85 1 4 6 9 9 6
90 0 2 4 4 6
95 30 141 163 177 163 161

105 165 382 508 561 578 480
115 323 531 748 845 866 673
125 484 668 868 1027 1073 746
135 630 781 957 1080 1137 716
145 758 881 1000 1108 1167 619
155 856 945 1023 1090 1127 468
165 926 969 1020 1053 1073 286
175 957 965 972 976 983 93
180 958 958 958 958 958

400

1200

2, 3 or 4

1, 2 or 3 
ClearPerf™ 
Lens

ClearPerf™ Lens
Optional ClearPerf lens
diffuses light around
objects to keep the
perforated shadow-free.

Refer to the Finelite website for additional photometry and product information.
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Project: Orchard K-8 Elementary and Middle School

Location: San Jose, CA

Architect: HMC Architects

Product: Series 12-P

Representative: Associated Lighting Representatives

Series12-P

Finelite Series 12-P (Perforated)
Run length (4', 8', 12' multiples standard)
Number of lamps in cross section (2, 3, 4, T8 or 1, 2, 3 lamp T5 or T5HO)
Circuiting (SC-single circuit, DC-dual circuit)
Reflector system (91W, EP, WSO)
Voltage (120, 277, 347 Volt)
Mounting (AC/FA/Stem)
Endcap FE (flat), CE (curved)
Ceiling type (C1-1" T-bar, C2-9/16" T-bar, C3-Slot Grid, C4-Hard Ceiling)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

Ordering Guide

S12-P - 32' - 2T8 - SC - 91W - 277 - AC 18" - FE - C1 - .88
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Dimensions / Lamping

9.0"

2.6" T8

T5 / T5HO

Feature Spotlight

Specifications

CONSTRUCTION: Body is 20-gauge die-formed steel with 14 gauge
die-formed internal joiner system, plug-together wiring standard. All
components are hard-tooled to tolerances of 0.010".

FINISHES: Finelite Signal White standard. Optional Adders: 185 colors
available from Tiger Drylac’s RAL color chart.

REFLECTORS: Standard (91W) 91 White: Die-formed, prepainted
aluminum, 91% reflective white. Optional Extended Performance (EP)
reflector system for T5HO. (WSO) Wide Spread Optic system for 1
T5HO. Optional Dust Cover for T8 lamps only. Contact factory. 

ELECTRICAL: 120 or 277V prewired. Fixture and electrical components
are UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders:
Low profile 347V ballast, prewired dual circuit, emergency circuits, low-
profile emergency battery packs. Contact factory.

Series12-I 

S12-I: 1 T5HO-EP
Distribution: 100% Up / 0% Down
Efficiency: 97.0%
Peak Candela Value: 1312@ 110˚
LSI Report: 19914

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

90 0 0 0 0 0
95 29 238 166 97 71 197

105 150 423 910 1096 1118 772
115 307 474 825 1172 1306 810
125 462 554 823 1042 1094 716
135 601 658 784 956 1029 623
145 720 751 824 880 914 514
155 813 826 865 890 903 937
165 878 879 895 897 902 251
175 910 906 910 901 900 88
180 907 907 907 907 907

S12-I: 2 T8-91W 
Distribution: 100% Up / 0% Down
Efficiency: 80.1%
Peak Candela Value: 1259@ 180˚
LSI Report: 19913

550

1100

550

1100

LAMPING: Available in 2, 3, or 4 T8 lamp cross sections or 1, 2, or 3
T5 or T5HO. Contact factory for 1 T8 lamp cross section.

BALLAST: Electronic instant-start ballast <10% THD, .88 BF standard for
T8 lamps.  Electronic rapid-start ballasts <10% THD, 1.0 BF standard for
T5/T5HO lamps. Optional adders: rapid-start ballasts (standard for
T5/T5HO), 347V, emergency battery packs, dimming ballasts (controls
by others). Requires low-profile ballasts and battery packs. 

MOUNTING OPTIONS: Semi-adjustable aircraft cable, (AC) ± 0.5"
in lengths of 12", 15", 18", 21", 24", 27", 30", and 36". Order length,
e.g., AC 18". Optional Adders: fully adjustable aircraft cable (FA) in
lengths up to 150". Rigid stems (Stem).

LENGTHS: 4', 8', and 12' section lengths can be combined to make
longer runs. Contact factory for additional lengths. Curved Endcap (CE)
adds 5.0" to each end. 

S12-I: 3 T8-91W
Distribution: 100% Up / 0% Down
Efficiency: 81.1%
Peak Candela Value: 1965@ 180˚
LSI Report: 19912

850

1700

2, 3 or 4

1, 2 or 3 

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

90 0 0 0 0 0
95 36 151 172 173 172 173

105 214 410 575 638 657 537
115 433 595 781 902 939 731
125 646 748 937 1048 1084 804
135 837 885 1037 1144 1182 786
145 999 1015 1109 1186 1214 691
155 1125 1128 1167 1203 1218 538
165 1212 1209 1221 1222 1223 344
175 1257 1253 1258 1251 1246 121
180 1259 1259 1259 1259 1259

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

90 0 0 0 0 0
95 71 175 178 173 171 194

105 350 647 760 764 764 714
115 689 957 1203 1309 1332 1102
125 1018 1192 1485 1629 1668 1260
135 1312 1406 1643 1803 1855 1241
145 1562 1606 1753 1870 1912 1090
155 1759 1773 1844 1896 1919 848
165 1895 1891 1917 1922 1929 540
175 1964 1955 1965 1952 1948 189
180 1965 1965 1965 1965 1965

Extended Diecast
Endcap
A curved endcap adds
richness to the overall design
by extending the luminaire
and reducing the profile

Refer to the Finelite website for additional photometry and product information.
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Series12-I

Finelite Series 12-I (Indirect)
Run length (4', 8', 12' multiples standard)
Number of lamps in cross section (2, 3, 4, T8 or 1, 2, 3 lamp T5 or T5HO)
Circuiting (SC-single circuit, DC-dual circuit)
Reflector system (91W, EP, WSO)
Voltage (120, 277, 347V)
Mounting (AC/FA/Stem)
Endcap FE (flat), CE (curved)
Ceiling type (C1-1" T-bar, C2-9/16" T-bar, C3-Slot Grid, C4-Hard Ceiling)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

Ordering Guide

S12-I - 32' - 2T8 - SC - 91W - 277 - AC 18" - FE - C1 - .88
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CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 447 447 447 447 447
5 442 444 449 453 461 22

15 402 418 444 463 464 61
25 345 377 378 375 369 85
35 281 317 282 272 256 88
45 210 227 187 169 166 75
55 140 146 120 125 128 59
65 81 82 79 91 89 42
75 39 45 42 48 45 23
85 9 14 8 13 9 6
90 0 0 2 1 2
95 16 78 25 25 6 29

105 92 220 310 325 280 136
115 172 285 439 539 550 198
125 248 338 462 560 612 200
135 315 382 486 559 580 181
145 373 413 490 544 568 150
155 416 430 481 519 535 110
165 445 444 461 475 486 65
175 460 454 449 450 451 22
180 457 457 457 457 457

Dimensions / Lamping

6.3"

2.5"
T8

T5 / T5HO

Feature Spotlight

Specifications

CONSTRUCTION: Body is 20-gauge die-formed steel with 18-gauge
die-formed internal joiner system, plug-together wiring standard. All
components are hard-tooled to tolerances of 0.010".

FINISHES: Finelite Signal White standard. Optional Adders: 185 colors
available from Tiger Drylac’s RAL color chart.

REFLECTORS: Standard (91W) 91 White : Die-formed pre-painted
aluminum, 91% reflective white. Optional Extended Performance (EP)
reflector system. Dust Cover for T8 lamps only. Contact factory.

DOWNLIGHT SHIELDING OPTIONS: DCO: Diffuse Center Optic,
73% transmissive, 99% diffusion. WCB: White Cross Blade Baffle, white
cross blades with curved bottoms, perforated, spaced approximately
1.8" apart; �PLV: Parabolic Louver, semi-specular louvers with straight
edge, spaced approximately 1.0" apart. 
�
ELECTRICAL: 120 or 277V prewired. Fixture and electrical components
are UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders:
347V prewired, dual circuit, emergency circuits, low-profile emergency
battery packs. Contact factory.

Series12 WM-ID 

S12WM-ID: 1 T8-WCB-91W
Distribution: 64% Up / 36% Down
Efficiency: 83.3%
Peak Candela Value: 538@ 125˚
LSI Report: 18462

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

0 457 457 457 457 457
5 451 455 463 469 478 23

15 411 434 468 485 486 64
25 353 397 394 391 383 89
35 286 330 293 279 262 91
45 213 235 191 174 169 77
55 143 150 122 127 131 60
65 82 83 80 92 90 42
75 41 45 43 48 45 24
85 10 13 9 12 9 6
90 0 0 0 0 0
95 18 83 48 54 37 34

105 98 223 291 305 268 131
115 180 273 403 488 501 184
125 258 319 415 499 538 182
135 328 363 437 488 502 164
145 386 400 448 486 499 139
155 431 427 455 478 484 105
165 462 452 450 455 460 64
175 474 469 462 461 460 22
180 473 473 473 473 473

S12WM-ID: 1 T8-WCB-EP
Distribution: 65% Up / 35% Down
Efficiency: 83.4%
Peak Candela Value: 612@ 125˚
LSI Report: 18466

400

800

400

800

350

350

700

700

LAMPING: Available in 1 or 2 T8, T5, or T5HO lamp cross sections.

BALLAST: Electronic instant-start ballast <10% THD, .88 BF standard for
T8 lamps.  Electronic rapid-start ballasts <10% THD, 1.0 BF standard for
T5/T5HO lamps.  Optional adders: rapid-start ballasts (standard for
T5/T5HO), 347V, emergency battery packs, dimming ballasts (controls
by others). Requires low-profile ballasts and battery packs.

MOUNTING OPTIONS: Standard (SUR) Surface Mount, fixture is
bolted directly into existing wall studs. Optional (SO) Standoff Mount,
fixture hangs from tapered mounting bracket fastened to wall at fixture
ends and joints. Standoff bracket measures 4.5" wide, 6.0" tall, and 0.5"
deep. Fixture hangs 0.5" from wall. Feed goes through mount to vertical
J-box. Optional (MB) Mounting Bracket, fixture hangs from bracket
fastened directly to wall. Mounting bracket in 4', 8' lengths. Fixture hangs
0.5" from wall. Mounting bracket is concealed behind fixture.

LENGTHS: 4' and 8' section lengths can be combined to make 
longer runs. Contact factory for additional lengths. Curved Endcap (CE)
adds 5.0" to each end. 

S12WM-ID: 2 T8-WCB-91W
Distribution: 71% Up / 29% Down
Efficiency: 76.5%
Peak Candela Value: 1074@ 180˚
LSI Report: 18463

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 575 575 575 575 575
5 568 577 592 601 616 29

15 522 562 598 599 583 80
25 457 520 475 456 443 109
35 379 423 353 337 317 113
45 294 299 248 228 225 100
55 205 202 167 181 190 84
65 124 122 116 130 130 61
75 62 65 63 69 63 34
85 13 14 7 13 6 7
90 0 0 0 0 0
95 40 101 68 76 62 47

105 208 340 356 376 341 178
115 395 482 586 652 634 275
125 569 623 724 815 819 319
135 729 753 816 896 919 317
145 866 865 903 956 959 283
155 969 944 962 994 998 223
165 1040 1016 998 999 999 143
175 1073 1063 1046 1043 1037 51
180 1074 1074 1074 1074 1074

500

1000

500

1000

1 or 2

1 or 2

Diecast Standoff
Mount
Diecast standoff 
mount complements 
the diecast endcap for 
a beautiful look.

Refer to the Finelite website for additional photometry and product information.
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Series12 WM-ID

Finelite Series 12 WM-ID (Indirect/Direct)
Shielding (DCO, WCB, PLV)
Run length (4', 8' multiples standard)
Number of lamps in cross section (1, or 2 T8, T5 or T5HO)
Circuiting (SC-single circuit, DC-dual circuit)
Reflector system (91W, EP)
Voltage (120, 277, 347V)
Mounting (SUR/SO/MB)
Endcap FE (flat), CE (curved)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

Ordering Guide

S12 WM-ID - WCB - 32' - 2T8 - SC - 91W - 277 - FA - FE - .88

Project: WHPacific

Location: Anchorage, AK

Architect: WHPacific

Product: Series 12WM-ID, Series X1-E

Representative: Alaska Pro-Sell Representatives

Shielding Options

Perforated White Cross 
Blade ( WCB)

Parabolic Louver (PLV)

Diffuse Center Optic (DCO)
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CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 23 23 23 23 23
5 23 24 25 24 25 1

15 23 24 26 27 29 4
25 20 23 26 29 31 6
35 17 23 27 31 33 8
45 14 19 24 29 31 9
55 8 16 23 27 29 9
65 5 11 18 23 25 8
75 2 7 12 18 19 6
85 0 3 6 11 11 4
90 0 6 13 14 16
95 25 139 126 162 131 72

105 148 282 424 505 484 197
115 272 369 490 600 635 236
125 380 454 548 633 664 241
135 473 529 605 669 686 230
145 554 615 647 696 707 202
155 618 658 674 702 712 156
165 662 684 703 715 711 98
175 685 688 695 695 695 34
180 682 682 682 682 682

Dimensions / Lamping

6.3"

2.5"
T8

T5 / T5HO

Feature Spotlight

Specifications

CONSTRUCTION: Body is 20-gauge die-formed steel body with 14-
gauge die-formed internal joiner system, plug-together wiring standard.
All components are hard-tooled to tolerances of 0.010". Precision-
punched 0.093" diameter perforations cover the bottom side of 
the fixture.

FINISHES: Finelite Signal White standard. Optional Adders: 185 colors
available from Tiger Drylac’s RAL color chart.

REFLECTORS: Standard (91W) 91 White: Die-formed pre-painted
aluminum. Virgin acrylic UV-stabilized lens diffuser over perforations is
standard. Optional: Extended Performance (EP) reflector system. Dust
Cover for T8 lamps only. Contact factory.

ELECTRICAL: 120 or 277V prewired. Fixture and electrical components
are UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders:
347V prewired, dual circuit, emergency circuits, low-profile emergency
battery packs. Contact factory.

LAMPING: Available in 1 or 2 T8, T5, or T5HO lamp cross sections.

Series12 WM-P 

S12WM-P: 1 T5HO-EP
Distribution: 97% Up / 3% Down
Efficiency: 89.5%
Peak Candela Value: 1602@ 125˚
LSI Report: 18568

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

0 34 34 34 34 34
5 35 33 37 35 37 2

15 33 34 38 40 41 5
25 30 34 39 42 44 9
35 25 32 38 43 43 12
45 21 29 35 42 43 13
55 14 24 32 39 40 14
65 8 18 28 33 34 12
75 5 13 19 27 28 10
85 0 6 12 19 18 7
90 0 2 7 11 68
95 32 207 116 131 41 91

105 201 576 842 859 726 360
115 381 697 1135 1378 1404 504
125 548 739 1216 1514 1602 507
135 696 754 1179 1463 1575 437
145 821 851 1054 1263 1404 337
155 918 943 947 1057 1149 232
165 984 1021 994 997 996 142
175 1017 1029 1039 1041 1042 50
180 1014 1014 1014 1014 1014

S12WM-P: 1 T8-91W 
Distribution: 97% Up / 3% Down
Efficiency: 77.3%
Peak Candela Value: 712@ 155˚
LSI Report: 18562

400

800

1000

2000

BALLAST: Electronic instant-start ballast <10% THD, .88 BF standard for
T8 lamps.  Electronic rapid-start ballasts <10% THD, 1.0 BF standard for
T5/T5HO lamps.  Optional adders: rapid-start ballasts (standard for
T5/T5HO), 347V, emergency battery packs, dimming ballasts (controls
by others). Requires low-profile ballasts and battery packs.

MOUNTING OPTIONS: Standard (SUR) Surface Mount, fixture is
bolted directly into existing wall studs. Optional (SO) Standoff Mount,
fixture hangs from tapered mounting bracket fastened to wall at fixture
ends and joints. Standoff bracket measures 4.5" wide, 6.0" tall, and
0.5" deep. Fixture hangs 0.5" from wall. Feed goes through mount to
vertical J-box. Optional (MB) Mounting Bracket, fixture hangs from
bracket fastened directly to wall. Mounting bracket in 4', 8' lengths.
Fixture hangs 0.5" from wall. Mounting bracket is concealed behind
fixture.

LENGTHS: 4' and 8' section lengths can be combined to make 
longer runs. Contact factory for additional lengths. Curved Endcap (CE)
adds 5.0" to each end. 

S12WM-P: 1 T8-EP
Distribution: 97% Up / 3% Down
Efficiency: 75.7%
Peak Candela Value: 795@ 125˚
LSI Report: 18564

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 21 21 21 21 21
5 22 22 23 23 24 1

15 20 23 26 26 27 3
25 19 22 25 27 29 6
35 17 20 26 28 29 8
45 13 18 23 28 30 9
55 8 15 22 26 28 9
65 5 11 18 21 23 8
75 2 7 12 17 18 6
85 0 3 6 11 13 3
90 0 2 5 7 10
95 22 128 111 143 120 67

105 134 291 459 517 491 205
115 246 362 567 714 759 264
125 343 422 595 736 795 259
135 429 472 608 714 761 231
145 502 546 604 673 713 190
155 560 581 600 634 653 140
165 600 609 621 631 630 87
175 621 622 622 622 620 30
180 618 618 618 618 618

500

1000

1 or 2

1 or 2 Bracket Bar Mount
Strong mounting bar
speeds up installation.

Refer to the Finelite website for additional photometry and product information.
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Series12 WM-P

Finelite Series 12 WM-P (Perforated)
Run length (4', 8', multiples standard)
Number of lamps in cross section (1, or 2 T8, T5 or T5HO)
Circuiting (SC-single circuit, DC-dual circuit)
Reflector system (91W, EP)
Voltage (120, 277, 347V)
Mounting (SUR/SO/MB)
Endcap FE (flat), CE (curved)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

Ordering Guide

S12WM-P - 32' - 2T8 - SC - 91W - 277 - SUR – FE - .88
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Dimensions / Lamping

6.3"

2.5"
T8

T5 / T5HO

Feature Spotlight

Specifications

CONSTRUCTION: Body is 20-gauge die-formed steel with 14-gauge
die-formed internal joiner system, plug-together wiring standard. All
components are hard-tooled to tolerances of 0.010".

FINISHES: Finelite Signal White standard. Optional Adders: 185 colors
available from Tiger Drylac’s RAL color chart.

REFLECTORS: Standard (91W) 91 White: Die-formed pre-painted
aluminum, 91% reflective white. Optional Extended Performance (EP)
reflector system for T5HO.

ELECTRICAL: 120 or 277V prewired. Fixture and electrical components
are UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders:
Low-profile 347V ballast, prewired dual circuit, emergency circuits, low-
profile emergency battery packs. Contact factory.

LAMPING: Available in 1 or 2 T8, T5, or T5HO lamp cross sections.

Series12 WM-I 

S12WM-I: 1 T5HO-EP
Distribution: 100% Up / 0% Down
Efficiency: 82.5%
Peak Candela Value: 1314@ 130˚
LSI Report: 18595

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

90 0 0 0 0 0
95 30 268 273 357 295 146

105 178 472 765 871 973 357
115 358 611 908 1134 1214 424
125 527 661 1007 1220 1276 424
135 674 710 1005 1204 1284 376
145 799 827 919 1060 1166 298
155 894 903 910 944 986 215
165 961 962 964 971 968 136
175 994 989 987 989 986 48
180 990 990 990 990 990

S12-WM-I: 1 T8-EP 
Distribution: 100% Up / 0% Down
Efficiency: 77.3%
Peak Candela Value: 829@ 120˚
LSI Report: 18593

500

1000

800

1600

BALLAST: Electronic instant-start ballast <10% THD, .88 BF standard for
T8 lamps.  Electronic rapid-start ballasts <10% THD, 1.0 BF standard for
T5/T5HO lamps. Optional adders: rapid-start ballasts (standard for
T5/T5HO), 347V, emergency battery packs, dimming ballasts (controls
by others). Requires low-profile ballasts and battery packs. 

MOUNTING OPTIONS: Standard (SUR) Surface Mount, fixture is
bolted directly into existing wall studs. Optional (SO) Standoff Mount,
fixture hangs from tapered mounting bracket fastened to wall at fixture
ends and joints. Standoff bracket measures 4.5" wide, 6.0" tall, and
0.5" deep. Fixture hangs 0.5" from wall. Feed goes through mount to
vertical J-box. Optional (MB) Mounting Bracket, fixture hangs from
bracket fastened directly to wall. Mounting bracket in 4', 8' lengths.
Fixture hangs 0.5" from wall. Mounting bracket is concealed behind
fixture.

LENGTHS: 4' and 8' section lengths can be combined to make longer
runs. Contact factory for additional lengths. Curved Endcap (CE) adds
5.0" to each end. 

S12WM-I: 2 T8-EP
Distribution: 100% Up / 0% Down
Efficiency: 72.2%
Peak Candela Value: 1469@ 170˚
LSI Report: 18594

700

1400

1 or 2 

1 or 2 

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

90 0 0 0 0 0
95 18 122 122 165 136 71

105 113 291 490 552 511 214
115 228 352 589 760 805 273
125 338 409 608 765 825 264
135 435 468 599 721 777 231
145 516 544 587 658 704 188
155 578 592 603 625 640 141
165 621 625 631 637 638 89
175 643 641 639 639 639 31
180 641 641 641 641 641

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

90 0 0 0 0 0
95 39 138 137 185 167 83

105 262 458 544 608 583 269
115 521 659 864 1033 1006 406
125 763 865 994 1156 1216 449
135 977 1052 1139 1244 1275 440
145 1157 1254 1265 1336 1347 397
155 1298 1356 1364 1402 1410 315
165 1394 1427 1447 1463 1463 203
175 1442 1452 1458 1457 1457 70
180 1442 1442 1442 1442 1442

Flush-to-Wall
Mounting
Clean and economical
flush-to-wall mounting
makes S12 WM-I very
affordable. 

Refer to the Finelite website for additional photometry and product information.
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Series12 WM-I

Ordering Guide

Finelite Series 12 WM-I (Indirect)
Run length (4', 8', multiples standard)
Number of lamps in cross section (1, or 2 T8, T5 or T5HO)
Circuiting (SC-single circuit, DC-dual circuit)
Reflector system (91W, EP)
Voltage (120, 277, 347V)
Mounting (SUR/SO/MB)
Endcap FE (flat), CE (curved)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

S12WM-I - 32' - 2T8 - SC - 91W - 277 - SUR - FE - .88
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Series 11 is an architectural cove luminaire with high-performance 

optical designs yielding smooth, asymmetric distributions. Two styles 

are available to meet design needs. Standard Series 11 accommodates 

a wide variety of ballasts and battery packs while Series 11-LP has a 

lower profile to accommodate a smaller cove profile.

Series11
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Dimensions / Lamping

2.6"

5.0"

7.0"

T8

T5 / T5HO

Feature Spotlight

Specifications

CONSTRUCTION: Body is 20-gauge steel. All components are hard-
tooled to tolerances of 0.010".

CORNER: Optional corner harness, 0.5" flex conduit. Contact factory. 

REFLECTORS: Standard pre-painted 20-gauge steel, 96% reflective
white (96W). Optional: Extended performance (EP) reflector system (not
available in 2-lamp configurations). Optional Dust Cover for T8 lamps
only. Contact factory.
�
ELECTRICAL: 120 or 277V prewired. Fixture and electrical components
are UL/C-UL listed and fixture will bear UL/C-UL labels. Optional Adders:
347V prewired, dual circuit, emergency circuits, emergency battery
packs.

LAMPING: Series 11 is available in 1-, or 2-lamp T8, T5 or T5HO
cross sections. 

Series11 

S11: 1 T5HO-EP
Distribution: 100% Up / 0% Down
Efficiency: 84.5%
Peak Candela Value: 2670@ 135˚
LSI Report: 52675

S11: 1 T8-EP 
Distribution: 100% Up / 0% Down
Efficiency: 76.9%
Peak Candela Value: 1340@ 135˚
LSI Report: 52674

500

1500

900

2700

BALLAST: Electronic instant-start ballast <10% THD, .88 BF standard for
T8 lamps.  Electronic rapid-start ballasts <10% THD, 1.0 BF standard for
T5/T5HO lamps. Optional adders: rapid-start ballasts (standard for
T5/T5HO), 347V, emergency battery packs, dimming ballasts (controls
by others). 

MOUNTING OPTIONS: Fixture mounts directly to architectural cove.

LENGTHS: 3', 4', and 8' section lengths can be combined to make
longer runs. Contact factory for additional lengths.

S11: 2 T8-96W
Distribution: 100% Up / 0% Down
Efficiency: 77.5%
Peak Candela Value: 1645@ 155˚
LSI Report: 52671

550

1650

1 or 2

1 or 2
No Socket Shadows
Unique optical design
directs light behind lamp
sockets, thus eliminating
shadows.

CANDLEPOWER SUMMARY
0.0 45.0 90.0 135.0 180.0 Flux

90 0 0 0 0 0
95 208 253 30 0 0 132

105 1039 1035 133 0 0 479
115 1764 1637 247 0 0 722
125 2317 2100 361 0 0 821
135 2670 2126 465 73 0 775
145 2492 1852 556 188 88 607
155 1971 1448 630 318 231 404
165 1329 1088 680 449 391 218
175 868 819 705 592 557 68
180 706 706 706 706 706

CANDLEPOWER SUMMARY
0.0 45.0 90.0 135.0 180.0 Flux

90 0 0 0 0 0
95 111 121 12 0 0 64

105 472 491 60 1 0 227
115 857 818 115 22 3 358
125 1185 1037 173 60 36 426
135 1340 1040 230 109 81 405
145 1244 881 279 161 134 316
155 944 704 318 216 190 209
165 654 537 346 267 248 114
175 424 404 359 318 306 35
180 359 359 359 359 359

CANDLEPOWER SUMMARY
0.0 45.0 90.0 135.0 180.0 Flux

90 0 0 0 0 0
95 142 145 54 22 21 99

105 636 605 317 92 81 361
115 1034 993 562 194 159 576
125 1397 1219 790 343 275 715
135 1537 1403 991 540 430 757
145 1628 1507 1165 765 638 717
155 1645 1564 1299 982 875 590
165 1613 1566 1391 1186 1101 389
175 1504 1493 1435 1362 1329 136
180 1433 1433 1433 1433 1433

Refer to the Finelite website for additional photometry and product information.
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Series11

Finelite Series 11
Run length (3', 4', 8' multiples standard)
Number of lamps in cross section (1, 2, T8, T5 or T5HO)
Circuiting (SC-single circuit, DC-dual circuit)
Reflector system (96W, EP)
Voltage (120, 277, 347V)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

Ordering Guide

S11 - 32' - 2T8 - SC - 96W - 277 - .88
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Series11-LP

Finelite Series 11-LP (Low profile)
Run length (3', 4', 8' multiples standard)
Number of lamps in cross section (1 or 2 T5 or T5HO)
Circuiting (SC-single circuit, DC-dual circuit)
Reflector system (96W, EP)
Voltage (120, 277, 347V)
Ballast factor (Standard .88 for T8 lamps, 1.0 for T5 or T5HO)

Ordering Guide

S11-LP - 32' - 2 T5HO - SC - 96W - 277 - C1
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Series 10 is an indirect/direct luminaire that features powerful optical

performance and a wide selection of shielding types to meet the needs of

your project. This luminaire can be specified with optional top optics to

fine-tune the light distribution. Complementary wall mount luminaires are

available to complete the space design.

Series10
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Project: Christopher Dock Mennonite High School

Location: Lansdale, PA

Architect: Lederach Associates

Product: ICLS/Series 10, Series X2-O

Representative: Diversified Lighting Associates
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The classic oval shape reached new heights when Finelite incorporated

deep windows for an added subtle brightness that yielded a unique look.

This indirect/direct luminaire features an 80/20 distribution and is

available in 2 and 3 T8 lamp cross sections. Series 9 is especially

effective in labs, conference rooms, and large open spaces.

Series9
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Project: South Eugene High School

Location: Eugene, OR

Architect: Robertson Sherwood

Product: Series 9 custom

Representative: Cascade Lighting Representatives



196 W W W . F I N E L I T E . C O M 

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 1016 1016 1016 1016 1016
5 1004 1005 1000 994 993 94

15 922 915 890 866 854 249
25 801 773 678 596 574 315
35 664 600 442 346 328 295
45 506 406 255 209 196 234
55 328 229 147 126 120 164
65 146 110 84 75 72 96
75 61 52 42 38 37 49
85 15 15 13 13 13 16
90 0 4 8 7 10
95 28 135 164 178 176 165

105 135 331 535 571 578 475
115 285 439 665 853 903 632
125 427 577 742 849 906 635
135 553 642 810 892 949 597
145 660 691 843 942 963 515
155 745 748 818 880 910 380
165 800 797 800 808 819 229
175 826 825 824 819 818 78
180 825 825 825 825 825

Dimensions / Lamping

9.5"

2.9"
T8

Feature Spotlight

Specifications

CONSTRUCTION: Body is 20-gauge die-formed steel with 18-gauge
die-formed internal joiner system, plug-together wiring standard. All
components are hard-tooled to tolerances of 0.010". Precision-formed
windows 3.75" by 2" expose the lamp on the bottom side of the fixture
in two parallel columns. Finish: 91% reflective white aluminum standard.

FINISHES: Finelite White standard. Optional Adders: 185 colors
available from Tiger Drylac’s RAL color chart.

REFLECTORS: Die-formed pre-painted aluminum, 91% reflective white.
Optional: Extended Performance Reflector System. 
�
ELECTRICAL: 120, 277 or 347V prewired. Fixture and electrical
components are UL and CUL listed and fixture will bear UL and CUL
labels. Optional Adders: dual circuit, emergency circuits, emergency 
battery packs.

Series 9 

S9: 1 T8-EP
Distribution: 97% Up / 3% Down
Efficiency: 90.6%
Peak Candela Value: 681@ 145˚
LSI Report: 48480

CANDLEPOWER SUMMARY
0.0 22.5 45.0 67.5 90.0 Flux

0 43 43 43 43 43
5 43 43 43 43 41 4

15 40 40 38 34 32 10
25 35 34 27 26 24 13
35 29 25 20 18 16 13
45 22 18 13 11 9 11
55 15 11 8 7 6 8
65 7 7 5 5 4 6
75 4 4 4 3 3 4
85 2 2 2 2 2 3
90 0 1 3 2 2
95 30 69 73 76 77 75

105 133 250 277 281 278 265
115 256 350 447 488 492 411
125 371 435 533 597 614 460
135 472 510 586 643 665 445
145 554 578 623 665 681 389
155 617 631 650 671 681 301
165 658 665 669 673 676 189
175 677 681 678 673 674 65
180 677 677 677 677 677

S9: 2 T8-EP 
Distribution: 71% Up / 29% Down
Efficiency: 88.4%
Peak Candela Value: 1016@ 0˚
LSI Report: 48445

500

1000

1000

500

250

750

LAMPING: Available in 2 or 3 T8 lamp cross sections.

BALLAST: Electronic instant-start ballast <10% THD, .88 BF is standard.
Specify ballast factor if not standard (contact factory). Optional adders:
rapid-start ballasts, 347V, emergency battery packs, dimming ballasts
(controls by others). 

MOUNTING OPTIONS: Semi-adjustable aircraft cable, (AC) ± 0.5<
in lengths of 12", 15", 18", 21", 24", 27", 30", and 36". Order length,
e.g., AC 18". Optional Adders: fully adjustable aircraft cable (FA) in
lengths up to 150". Rigid stems (Stem).

LENGTHS: 4', 8', and 12' section lengths can be combined to make
longer runs. Rounded Endcap (RE) adds 5.125" at each end. Contact
factory for additional lengths. 

S9: 3 T8-EP
Distribution: 80% Up / 20% Down
Efficiency: 89.8%
Peak Candela Value: 1690@ 145˚
LSI Report: 48444

CANDLEPOWER SUMMARY
0 22.5 45 67.5 90 Flux

0 1077 1077 1077 1077 1077
5 1066 1067 1062 1055 1052 100

15 978 973 942 910 896 264
25 851 821 718 635 607 332
35 700 628 467 368 347 311
45 535 429 272 219 204 247
55 348 243 157 134 126 173
65 155 117 88 79 74 100
75 64 54 44 40 38 50
85 15 15 13 13 11 16
90 0 2 7 8 7
95 56 181 183 191 173 191

105 286 589 794 785 768 708
115 559 815 1129 1339 1384 1052
125 820 1044 1305 1481 1551 1123
135 1054 1188 1436 1574 1653 1071
145 1248 1308 1508 1652 1690 931
155 1401 1420 1513 1594 1635 700
165 1500 1505 1512 1524 1542 430
175 1545 1551 1545 1536 1536 147
180 1547 1547 1547 1547 1547

750

1500

1500

750

2 or 3
Windows of Light
Unique window design
delivers just the right
amount of brightness.

Refer to the Finelite website for additional photometry and product information.
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Project: Merideth Elementary

Location: Philadelphia, PA

Engineer: EEFG

Product: Series 9

Representative: Diversified Lighting Associates 

Series 9

Finelite Series 9
Run length (4', 8', 12' multiples standard)
Number of lamps in cross section (2 or 3 T8)
Circuiting (SC-single circuit, DC-dual circuit)
Reflector System (91W, EP)
Voltage (120, 277)
Mounting (AC/FA/Stem)
Endcap FE (flat), RE (rounded)
Ceiling type (C1-1" T-bar, C2-9/16" T-bar, C3-Slot Grid, C4-Hard Ceiling)
Ballast factor (Standard .88 for T8 lamps)

Ordering Guide

S9 - 32' - 2T8 - SC - 91W - 277 - AC 18" - FE - C1 - .88




