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Mounting Options

Weighted Base

Mounting Plate

Clamp

Series

3W Desk Lamp DL-3W-B

DL-3W-S

6W Desk Lamp DL-6W-B

DL-6W-S

9W Desk Lamp DL-9W-B

DL-9W-S

Fixture Head Size

• 3W DL 3.75” l x 2.05” w x 0.38” t

• 6W DL 4.46” l x 2.76” w x 0.38” t

• 9W DL 5.5” l x 3.46” w x 0.38” t

S P E C I F I C A T I O N S

Three, Six, or Nine 1-Watt Warm White LEDs

Light Source Life • > 50,000 hours

Color Temperature • 3500 ± 300 K
4000 ± 300 K (3W DL)

Input to Fixture • 24 VDC

Cabling • 12’ low voltage power
cable with in-line switch

Color

Black

Silver
PLS DESK LAMP
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OPEN AIR FINS FOR HEAT SINK



P E R S O N A L L I G H T I N G S Y S T E M 15

F E A T U R E S

O R D E R I N G I N F O

Mounting Options

Magnetic and mechanical mounting means

Series

3W Undercabinet UC-3W-S

6W Undercabinet UC-6W-S

9W Undercabinet UC-9W-S

Dimensions

• 3W UC 10.3” l x 2.5” w x 0.8” t

• 6W UC 21.3” l x 2.5” w x 0.8” t

• 9W UC 21.3” l x 2.5” w x 0.8” t

Color

Silver

S P E C I F I C A T I O N S

Three, Six, or Nine 1-Watt Warm White LEDs

Light Source Life • > 50,000 hours

Color Temperature • 3500 ± 300 K

Input to Fixture • 24 VDC

Cabling • 12’ low voltage power
cable with in-line switch /
6” patch cord / Cable
management clips

PLS UNDERCABINET
cU

EASY MAGNETIC INSTALLATION
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FOR MORE DETAILS OR TO ORDER PLS THROUGH OUR ONLINE STORE, VISIT:

www.finelite.com

30500 Whipple Rd.
Union City, CA 94587-1530
510-441-1100 • FAX 510-441-1510
www.finelite.com




