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The Series 11 LED Micro Profi le optional telescoping light engine 
provides up to 12 additional inches of luminaire to achieve a custom 
fi t with uniform illumination.

The Series 11 LED Micro Flex uses plug-and-play connector cables to join the 
1-foot segments and make curved cove illumination easy.

The 1-foot segments are joined 
using quick-connect low-voltage 
cables that allow fl exing in any 
direction.

Multiple LED bins are custom 
blended to optimize color
consistency and uniformity 
across the cove and across 
all Finelite LED luminaires.

Problem Solver

Curves Made Easy

www.fi nelite.com

Color Consistency

Series 11LED



High Output
Effi cacy: 92 lumens per watt
Total Luminaire Output: 1797 lumens (449 lumens/foot)
 19.6 watts (4.9 watts/foot)
Peak Candela Value: 718 @ 145º
CRI: 83
R9: 20
CCT: 3500K
ITL LM79 Report 81639

High Output
Effi cacy: 91 lumens per watt
Total Luminaire Output: 1788 lumens (447 lumens/foot)
 19.6 watts (4.9 watts/foot)
Peak Candela Value: 741 @ 145º
CRI: 85
R9: 22
CCT: 3500K
ITL LM79 Report 81838
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Application

Series 11 LED Micro Profi le Cove - 4-foot section

Series 11 LED Micro Profi le Cove

Series 11 LED Micro Flex Cove - 4-foot section

www.fi nelite.com

Performance
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 Candlepower Summary

 0 45.0 90.0 135.0 180.0 Flux
90 245 155 0 0 0
95 314 208 15 0 0 105
105 453 319 74 0 0 163
115 571 431 154 2 0 216
125 652 526 245 40 9 256
135 700 597 339 120 49 275
145 718 640 429 219 140 268
155 713 658 504 332 261 227
165 684 649 555 445 397 154
175 623 613 581 542 523 55
180 584 584 584 584 584

  Candlepower Summary

 0 45.0 90.0 135.0 180.0 Flux
90 202 133 0 0 0
95 266 184 16 0 0 92
105 410 298 75 0 0 152
115 550 416 154 7 0 212
125 652 525 246 54 15 259
135 712 607 344 128 68 283
145 741 660 439 221 149 276
155 740 683 520 335 262 234
165 711 678 577 457 402 159
175 649 639 604 563 540 57
180 604 604 604 604 604

Bracket

Ceiling Height: 10' / Cove Refl ectance: 80% / Room Refl ectances: 80/50/20

22'

18'

HO 3500K

Light Level (fc) 28 fc
Average to Minimum 1.8:1
Energy Consumption (LPD) 0.9 W/ft2

Room Size 18' x 22'
Initial light levels at work plane.

Driver

12"

6"

1.74"


