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PLACE BRACKETS

• Position wall mount brackets in desired location. It’s very
important to place sufficient backing behind each 
bracket. Contractor must determine safe and suitable
backing for each installation. Possible method is using a
1/4" x 4" lag screw into a 4" x 4" beam with suitable 
mounting to structure. Screw caps are provided for 1/4"
hex head hardware.

• For Continuous Row Installations - Two brackets will 
be provided for the STARTER fixture, and one for each 
JOINER as shown below in Step 4. Mount brackets 
according to guidelines noted above AND space them
consistently across the entire row.

LUMINAIRE INSTALLATION (Starter or Independent)

• The luminaire must be positioned so the opening is directed to the wall.

• Insert 10/32 x 1 (provided) screw through hole in Wall Mount Bracket.
Secure bracket to Wall Mount Bracket as shown.

• With a back-to-front motion, hang the luminaire on brackets. Secure 
brackets to fixture body with (2) 10/32 x 3/8 screws (provided).

WIRING AND FINAL CHECK

• Run power feed along wall mount bracket on inside and
secure in place using nylon ties.

• Run power feed through metal canopy (strain relief 
provided) and make electrical connections.

• Secure canopy using screw cap.

• Additional screw cap covers are included for each mall
mount bracket (3 each) to cover 1/4” hex head screws.

JOINING LUMINAIRE'S (IF APPLICABLE)

• Remove reflector of JOINER fixture by removing two screws. Connect plug 
together wiring and insert into cavity being careful not to pinch wires. Raise 
luminaire and position on mounting brackets as shown in Step 2. While providing
support at both ends, slide JOINER against STARTER, and join with 10/32 x 3/8
screws (provided). Secure luminaire to mounting brackets using two screws as
shown in Step 3. Replace reflector and lamps.

FEED PLACEMENT

Mounting Point
Position

STEP 1

Luminaire Length
(In Feet)

Mounting Point Position
Min. distance from
end of luminaire

Max. distance from
end of luminaire

4 1" 12"
8 1" 30"
12 1" 48"

NOTE - Maintain a consistent spacing for continuous rows.

STARTER • Position 4" octagonal J-Box near specified feed location. J-Box will
be covered with 5" canopy. Position canopy as shown above.
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